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ABSTRACT

Life Cycle Optimization of a Residential Solar Combisystem for Minimum Cost, Energy
Use and Exergy Destroyed

Jason Ng Cheng Hin

This thesis presents the optimization of a model of a solar combisystem installed
in an energy efficient house in the climate of Montreal, Quebec. The work presented in
the thesis includes: 1) A methodology for the optimization of a solar collector system
based on four different objective functions; 2) The development of a computer-based
platform for combisystem optimization; 3) Recommendations for the optimal
configurations of a solar combisystem to minimize life cycle cost, life cycle energy use
and life cycle exergy destroyed; and 4) The analysis of the performance of the hybrid
stochastic, evolutionary and deterministic optimization approach.

The optimizations, using is a hybrid particle swarm and Hooke-Jeeves
optimization algorithm, were able to reduce the life cycle cost of the combisystem by
19%, the life cycle energy use by 24%, the life cycle exergy destroyed by 33% and 24%
for the technical boundary and physical boundary, respectively.

Due to the high cost of the solar collector technologies and the low price of
electricity in Quebec, none of the configurations have acceptable financial payback
periods. However, all of the configurations have energy payback times within 7 years.

For the life cycle exergy destroyed, using the technical boundary favors the use
of electricity over solar energy due to the low exergy efficiency of the solar collectors.
Using the physical boundary, on the other hand, favors the use of solar energy over

electricity.
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1l ntroducti on

1.1 Background

Residenti al energy use represents a sig
use. A study by Natural Resources Canada Office of Energy Efficiency (NRCan —OEE) in
2007 (NRCan2009)f ound that the residenti al sector
secondary energy use. This represents a total energy consumption of 1,447.2 PJ and a
total of 74.3 Mt of GHG emissions. In comparison, the industrial sector uses 40% while
transportation uses 29% and the commercial/institutional sector uses 13%. In 2007,
Canada spent $28.4 billion on household energy needs (NRCan 2009).
Considering the relatively large amount of energy being used by the residential
sector, it can be understood that considerable work can be done to curb the demand for
energy by making significant improvements to the buildings in which everyone resides.
Also, another survey conducted by NRCan — OEE shows that, since 1946, the average
dwelling size has increased from 112 to 150m? and that the total energy use increases
significantly as heated area increases (NRCan 2010a). Figure 1.1 shows how energy use
increases as dwelling size increases in Canada. This trend shows that, despite the
general shift towards greener, more eco-conscious living, there is not enough being
done to curb our demand for energy in the residential sector, especially considering the

targets set out for carbon emission reduction in the Kyoto Protocol in 1997.
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Figure 1.1 Energy use by heated area in Canada, 2007 (GJ per household) (NRCan, 2010a)

Based on these facts, it is clear that the residential sector shows major potential
for energy use reductions as well as reductions in carbon and pollutant emissions.
Current research already shows that major reductions in energy use are possible with
readily available technologies. However, there is still much work to be done in order to
make even more energy efficient technologies market ready and also to influence
national and international energy-saving policies.

Some work is already being done in order to raise the energy efficiency for
residential buildings in Canada. Examples of this are the advent of the voluntary R-2000
building standard (NRCan — OEE 2010b) and renovation incentives such as Eco-Energy
(NRCan —OEE 2011) and Rénoclimat (Ressources Naturelles Quebec 2009). Other
initiatives such as the EQuilibrium Sustainable Housing Demonstration Initiative (CMHC
2012) have taken it a step further by trying to demonstrate that houses that have

significantly reduced environmental impacts are possible even in Canadian climates.



One issue with the commercialization of these kinds of sustainable homes is the
complexity and cost of the integration of all of the new technologies being suggested.

Renewable energy technologies can provide some relief to the growing energy
demands of the residential energy sector. Currently, renewable energy accounts for
19.5% of global electricity generation and is expected to grow three-fold by 2035 (IEA
2012). Renewable energy forms such as wind, solar and biofuels are being used more
and more. However, despite research relating to these technologies occurring all over
the world, it is still not clear what is the most optimal way to implement these

technologies for residential use in a given a building type and climate.

1.2 Research Objectives

The proposed research aims to apply optimization techniques to specific energy-
efficiency and renewable energy technologies to attempt to improve the performance.
The performance, in this case, includes the economic performance, the energy
performance as well as the exergy performance. The scope of the project is limited to a
solar thermal system installed in an energy efficient house in Montreal, Quebec. That is,
the house in question was modelled to perform well, without attempting for the
optimum solution, in terms of life cycle energy use and life cycle cost for a typical single
family home in Montreal (Leckner 2008). No other climates or homes are tested within
the scope of this project.

The objectives, then, are:

To develop a methodology to optimize a solar combisystem based on

different objective functions;



To develop a computer-based platform for the optimization of solar
combisystems;

To determine the optimal configuration of a solar thermal system installed
in an energy efficient house to minimize life cycle cost, life cycle energy use
or life cycle exergy destroyed;

To determine the performance of certain optimization techniques that are

within the scope of this thesis.



2LI terature Revi ew

The literature review of this study aims to review the existing literature related to
research of solar thermal systems around the globe. The review first observes the global
status of solar thermal energy in use. Then international research related to solar
thermal systems that are used for the purpose of space heating and domestic hot water
production, or more CcomMmOoNIssumnkarzadAlio, a s * s 0|
current literature aimed at optimizing solar thermal systems is summarized. Following
this a summary of research relating to the life cycle analysis, be it life cycle cost or life
cycle energy, is presented related to solar thermal systems. Finally current research on

the exergy analysis of solar thermal systems is summarized.

2.1 Solar Thermal Energy

Each year, the International Energy Agency (IEA) releases a document within the
framework of the Solar Heating and Cooling Programme (SHC) entitled Solar Heat
Worldwide (Weiss and Mauthner2012). This document gives information about the total
amount of solar thermal systems installed in major markets worldwide, how much
energy these supply and how much CO; production is avoided because of these
systems. The most current report states that in 55 countries around the globe there is
approximately 279.7 million m? of thermal collectors installed. This represents a total
thermal energy capacity of approximately 195.8 GWy, (Weiss and Mauthner 2012). Over

88% of this figure is accounted for by flat plate and evacuated tube collectors. Of this



number, 42.2 GW;, of capacity was installed in 2010. This shows a significant growth in
the solar thermal industry. However, one major issue with this figure is that only 8.2% of
the global installed capacity is found in North America which represents 16.0 GWy,.
Although the installed capacity in North America has increased since 2009 (from 15.0
GWy) (Weiss and Mauthner 2011), the North American share of total installed capacity

in operation around the world has decreased from 8.7% of the global installed capacity.

2.2 Solar Combisystems

A solar combisystem is defined as a solar heating system that is configured to
provide heat for space heating as well as for domestic hot water production for a
residential building. Combisystems normally consist of five sub-systems: solar collector
loop, heat storage, heat distribution, controls, and auxiliary power supply. These
technologies work by absorbing solar radiation and storing it as heat in a medium such
as water or glycol. The heat is then taken from the stored medium and transferred to
the domestic hot water supply, a radiant heating system, or both.

One major issue with combisystems is that the optimal configurations and
parameters of a combisystem are highly dependent on climate, building quality and
building type. For example, a combisystem that works well for a singly family detached
dwelling in Athens, Greece does not necessarily work well for a multi-family residential
building in Stockholm, Sweden. There are no specific guidelines in literature as to what
type of system or configuration works best, however, several conclusions can be found
throughout literature. For example to increase performance of a solar combisystem, one

can: use one large storage tank as opposed to two smaller ones, use high efficient



auxiliary heaters, reduce parasitic electricity and use a low temperature space heating
loop (Papillon 2010); use stratifiers or a tank-in-tank configuration (Anderson 2007); or
one can keep the collector inlet temperature low, use high efficiency pumps, use low set
point temperatures, or increase storage tank insulation (Streicher and Heimrath 2007).

Of all the solar thermal systems in operation worldwide, solar combisystems only
make up a small portion and they are mostly seen in Europe. Approximately 18% of the
installed solar thermal capacity in operation in Europe is used for solar combisystems
while the next closest continent is Asia with less than 1%. North America has almost no
combisystems in operation as of 2009 (Weiss and Mauthner 2011). This large European
interest in these types of thermal systems is expressed through several international
research programs devoted solely to solar combisystems.

The International Energy Agency Solar Heating and Cooling Programme (IEA-SHC)
devoted one of their working tasks, Task 26, to solar combisystems (IEA-SHC 2002). The
project, which lasted from 1998 to 2002, involved a thorough analysis of different
combisystem designs which were generalized into 21 different configurations. More
detailed investigation on nine of those configurations was completed as part of the task.
TRNSYS models of these nine configurations were created and analyzed to obtain more
optimal configuration parameters.

From 2001 to 2003, the European Commission, under the Altener programme
and in collaboration with Task 26, studied over 200 combisystems in seven European

community countries, monitored 39 different systems and developed guidelines for



installation and design (Ellehauge 2003). They also provided documents to aid with
characterization and comparison of different systems.

From 2007 to 2010, Intelligent Energy Europe (IEE) commissioned a project
known as Combisol (Papillon 2010). The objectives of this project were to develop best
practices, standards, and recommendations for manufacturers, installers, authorities
and technical experts. The project also categorized selected combisystems in Europe to
six different categories. Then, combisystems that have already been installed in Europe
were evaluated and monitored in-situ. The project showed that significant energy
savings can be achieved if the system is properly designed for the climate and great care
is taken during installation.

As the international research programs have shown, combisystems are
inherently complex due to endless combinations of configurations, parameters,
buildings, and climate. There have been numerous individual research efforts on the
subject of solar combisystems that attempt to establish relationships between certain
aspects of a combisystem with the system’ s
focused on the sizes of individual components of solar combisystems. Lund (2005)
studied the effects of the collector area and heat store volumes on system performance.
Lund concluded that solar combisystems typically require oversized collector areas to
perform well but this adversely affects the economic performance of the system. Lund
also briefly showed that increasing the storage volume only marginally improves the
amount of solar heat delivered to the system. Lundh et al (2010) studied the effects of

store dimensions and auxiliary volume configurations on performance. The study



concluded that internal auxiliary volumes and store volumes with height-to-diameter
ratios of 2-4 produce systems with highest fractional energy savings, but substantial
deviations from conventional store dimensions does not significantly reduce
performance.

Other studies have focused on how different external phenomena influence
combisystem performance. Jordan and Vajen (2001) demonstrated how different
domestic hot water load profiles affect thermal performance of a combisystem. Bales
and Persson (2003) tested different hot water preparation methods for combisystems.
Anderson and Furbo (2009) showed that the annual thermal performance of
combisystems cannot necessarily be predicted from the annual global solar radiation.

Clearly, combisystems present many opportunities for detailed studies on
different designs, configurations, performances and external influences. Some
researchers, however, have pointed out that because of this it is extremely difficult to
characterize and compare different combisystems since they are so dependent on
climactic conditions and building performance. Letz et al (2009) developed a
characterization method in an attempt to create a unified method of comparing
combisystems independently of climate and building. Leconte et al (2012) attempted to
combine artificial neural networks with a test bench in order to characterize a certain

combi system’s performance in different env

2.3 Optimization of Solar Thermal Systems
Solar thermal systems can be ideal optimization problems since they have

numerous interacting variables and can be represented by single or multiple objective



functions which can be determined through a system of equations or a computer based
simulation. A review on stochastic optimization techniques done by Sharma et al (2012)
concluded that using stochastic optimization techniques for the analysis of solar systems
usually results in substantial improvements in efficiency and costs of these systems.
Earlier attempts at optimizing a solar thermal system include Bar-Cohen (1978),
Barnes (1981) and Michelson (1982). Bar-Cohen (1978) developed a model of a compact
solar water heater in order to optimize the storage volume to collector area ratio to
maximize the early morning storage temperature of the collector. It was concluded that
early morning temperatures in the tank in excess of 40°C were possible. Barnes (1981)
determined the optimal collector area (4.8 m?) to minimize the annualized cost of a
solar collector. He concluded that even larger collector areas (>4.8 m?) can be used
without severe economic penalties since the cost curve changes slowly as collector area
increases. Michelson (1982) optimized a solar air heater using a simplex optimization
method to minimize simple payback by modifying the typical collector specifications (tilt
angle, azimuth, collector area, and storage volume). More recent research efforts in
solar thermal system optimizations use much more sophisticated modelling techniques,
simulation programs, optimization techniques and more complex collector systems.
Loomans and Visser (2002) used a genetic algorithm to find the optimal
configuration of a large scale solar hot water heater. The goal was to minimize the
payback time by finding the optimum combination between collector area and store
volume. The fractional energy savings, or the desired contribution of solar energy to hot

water demand, was used as the major design criterion. Kraus et al (2002) used classical
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gradient based, simplex method and genetic algorithm optimization techniques and
TRNSYS models to optimize a large solar domestic hot water system to minimize the
solar heat cost. They succeeded in reducing the solar heat cost by 18% compared to
conventionally planned and installed solar thermal systems. Bales (2002) optimized the
generic combisystem #11 from the IEA Task 32 on combisystems for minimum cost and
maximum fractional energy savings using TRNSYS models and a Hooke-Jeeves
optimization algorithm. This optimization managed to increase fractional energy savings
by 17% to 30% compared to the base case depending on the problem parameters.
Kalogirou (2004) used artificial neural networks and a genetic algorithm combined with
TRNSYS simulations to optimize an industrial solar water heater for maximum life cycle
savings. They managed to increase life cycle savings by 4.9% and 3.1% (by trial and
error) compared to a traditionally designed system when subsidized and non-subsidized
fuel prices are considered, respectively. Lima et al (2006) used a modified Simplex
algorithm to optimize a thermo-syphon solar domestic water heater in Sao Paolo, Brazil,
for minimum life cycle savings when compared to a conventional solar system under
different economic assumptions. Depending on the price of electricity assumed, the
optimized systems were found to have financial pay back periods between 5.25 and
9.75 years. Fraisse et al (2009) compared different optimization criteria to determine
which criteria were most suited to compare different combisystems. The author
concluded that using single optimization criterion instead of mixed optimization criteria
(e.g. a factor that includes the cost savings and energy savings) runs the risk of obtaining

lower performance in the other, non-optimized, criteria. The author also concluded that
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with relatively low energy prices, the energy savings from optimization will always be
greater than the cost savings. Calise et al (2011) used a modified Hooke-Jeeves
optimization algorithm to minimize the payback period and annual costs of three
different solar heating and cooling systems that were modelled in TRNSYS. This
optimization was able to decrease the payback period from 28.3 to 25.2 years or from
21.5 to 14.8 years, depending on the system and the public funding scheme assumed.
Bornatico et al (2012) optimized, with a particle swarm optimization the sizes of the
main components of a solar combisystem simulated with a program called Polysun. The
objective function in this case was a weighted combination of solar fraction, energy use
and cost. The authors used two different starting points and tested two different
algorithms, a particle swarm optimization algorithm and a genetic algorithm and both
algorithms found similar optimal solutions.

All of the above mentioned optimization studies have been performed for
European climates. To the best knowledge of the author, there are no optimization
studies for solar thermal systems in North American climates, particularly the Canadian
climate.

A useful tool was developed for the purpose of applying optimization techniques
for building science applications. GenOpt, created by Wetter (2010), contains a library of
optimization algorithms and is specifically designed to work with external simulation
programs such as TRNSYS, DOE-2, and EnergyPlus. Wetter and Wright (2004) had
previously analyzed several optimization algorithms on building science related

problems to determine the advantages and disadvantages of each algorithm. These
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algorithms are easily adaptable to solar thermal systems since many of the simulation
programs, for which GenOpt was designed, can model solar thermal systems effectively

and exchange information using text files.

2.4 Life Cycle Analysis of Solar Thermal Systems

The life cycle analysis that is discussed herein revolves around the two main
aspects of solar thermal systems that are almost always discussed to some extent in
most research projects: cost and energy. In terms of life cycle analysis, the main
guestions being asked are: (1) will a solar thermal system pay back financially, and (2)
will it save more energy than is required to manufacture it? The concept of exergy is
also used to analyze solar thermal systems however never in the context of life cycle
analysis. Current literature on the exergy analysis of solar thermal systems is discussed
in Section 2.5.

Crawford and Treolar (2004) attempted to answer the second question by
analysing the net energy consumption of solar versus conventional domestic hot water
systems in Melbourne, Australia. They determined that solar hot water systems made
up for the extra embodied energy input compared to conventional systems in 0.5 years
for electric hot water systems and 2 years for gas-boosted hot water systems.

Ardente et al (2005) performed a thorough analysis of a thermo-siphon solar
water heater to determine the embodied energy of the system. Then, considering the
solar inputs for the city of Palermo, Italy, the author calculated the energy payback time,
which is defined as the primary energy used during all the life cycle phases of the system

divided by the useful energy saved per year. For the simple thermo-siphon solar
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collector it was determined to be less than two years. The calculation of the embodied
energy considered every step in the life of the solar collectors including production
processes, transportation, installation, maintenance, and disposal.

Battisti and Corrado (2005) performed a similar analysis on a solar thermal
collector with integrated water storage in Rome, Italy. The collector tubes of this
collector design are of a larger diameter which allow for extra storage within the
collector array itself and thus no external storage tank is required. The study found that,
for an integrated water storage volume of 100 L, the system would have a primary
energy payback time of 5 to 16 months depending on the type of backup system
(electric or natural gas boiler) and whether a transparent insulation material is used to
increase performance.

Leckner (2008) performed a life cycle cost and life cycle energy analysis on a
model of a solar combisystem installed in a typical house built in Montreal, Canada that
has been renovated to become a net-zero energy house. The author compared flat plate
and evacuated tube collectors for a range of number of collectors installed (one to six).
The results show that flat plate collectors pay back financially quicker than the
evacuated tube collectors, however the fastest payback time for the flat plate collectors
was with three collectors at 50.5 years compared to the fastest evacuated tube
collectors which was two collectors at 68.1 years. In both cases, the financial payback
times were too high to be financially viable. In fact, when inflation, the rising cost of
electricity, a discount rate and the cost of replacing and maintaining the equipment are

taken into consideration, the solar collectors never pay back financially. In terms of life
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cycle energy, the author found that, when the replacement equipment is considered, a
combisystem with two solar collectors had an energy payback time of 7.5 years and a
system with six solar collectors has an energy payback time of 9.6 years.

Hugo (2008) modelled a typical house in Montreal, Quebec with a solar
combisystem that uses seasonal thermal storage. That is, the tank volume and collector
area were large enough such that enough heat is stored in one summer to supply the
heat demands of the house for space heating and domestic hot water heating all winter
long. The author determined that the financial payback of such a system can range from
26 to 55 years depending on certain configuration aspects and government incentives,
and this includes the rising cost of electricity and inflation. The author also determined
that such a system could have energy payback times of 4.9 to 6 years. Although this is
slightly longer than typical solar thermal systems, the author concludes that the higher
energy payback times can be attributed to more efficient power generation in Quebec
compared to more prominent solar thermal system markets such as Germany.

Kalogirou (2009) answered both questions for a residential thermo-siphon solar
hot water system in Nicosia, Cyprus. It was determined that an electric backup thermo-
siphon solar hot water system has a payback time of 2.7 years and has a life cycle
savings of 2240 € while the same system with a diesel backup has a payback time of 4.5
years and have a life cycle savings of 1056 €. In terms of energy, the system recoups the
energy invested in manufacturing the system in only 13 months when compared to a

conventional system.
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Another study by Hernandez and Kenny (2012) found the predicted and actual
energy payback times for six different solar domestic hot water heaters installed in
Ireland. The systems differed in their collector areas, storage volumes, auxiliary energy
sources, collector tilts and collector types (flat plate or evacuated tube). The demand
profiles for domestic hot water in the houses in which they were installed were also
different. The predicted energy payback times for these systems ranged from 1.2 years
to 3.5 years. When the real measured energy savings were used to calculate payback
times, several systems performed much more poorly due to poor installations and
equipment malfunctions, and the energy payback times ranged from 2.5 to 15.9 years.
The study also determined the net energy ratios of the six systems which t el
many times’ the embodied energy is pai
results ranged from 5.6 to 16.0 considering the expected performance of the systems
and ranged from 1.3 to 7.9 when the measured performance was used instead. These
results show that even for systems that malfunction or are improperly installed, the
system always pays back at least the embodied energy through energy savings over its
life and often pays back considerably more.

These studies all show that residential solar thermal systems most likely pay back
the embodied energy required to manufacture them in energy savings over the life of
the system. The amount of time required to pay back the embodied energy depends
mostly on the design of the thermal system and the climate in which they are used. In
terms of financial payback times, however, residential solar thermal systems can vary

significantly as they do not only depend on design and climate but also the cost of
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energy and equipment. The systems are more likely to pay back financially within its
lifetime where energy is relatively expensive and in warmer, sunnier climates such as in
a Mediterranean country, however in a place like Montreal, Quebec, where the
electricity costs are lower, these kinds of systems are not always financially viable. None
of these studies, however, have performed an optimization on the life cycle of the
system in order to determine if a system that is specifically optimized for life cycle cost
or life cycle energy pays back much quicker than a system that has not been optimized

and how optimizing for one of these criterion affects the other.

2.5 Exergy Analysis of Solar Thermal Systems

Dincer and Rosen (2007) pointed out that an energy analysis of a thermodynamic
system can be misleading since it does not necessarily explain how near the system is
performing to ideality. An exergy analysis can make up for this shortcoming by using the
second law of thermodynamics. This way, the causes, locations and magnitudes of
inefficiencies in a system can be more easily identified.

Patela (1964), Jeter (1979) and Edgerton (1980) were instrumental in developing
the fundamentals of exergy analysis of solar radiation heat. Later, these concepts were
adapted specifically for the use of solar collectors by Bejan (1981) and Suzuki (1988a,
1988b). More recently, researchers have begun to apply these models to more modern
solar collector systems.

Torres-Reyes et al (2001) developed a design method for flat plate solar collectors

that is based on minimizing entropy generation. They identified two parameters, the
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entropy generation number and the mass flow number, that are useful in characterising
the performance of existing solar equipment.

XiaoWu and Ben (2005) performed an exergy analysis on a domestic solar water
heater in order to improve efficiency and determine the main sources of exergy losses.
It was determined that large amounts of exergy are lost in the water storage tank and
that generally, the exergy efficiency of a domestic solar water heater is small because
the output energy is of low quality compared to the quality of the input energy.
Gunerhan and Hepbasli (2007) performed an exergy analysis on a solar water heater.
They concluded that the solar collectors have the highest potential for improvement in a
typical solar hot watersystemas t hey wer e responsi bl e
irreversibilities, whereas the next component with the highest proportion of
irreversibilities is the heat exchanger with 2.7%. They found the exergy efficiency of the
solar collectors to be between 2.02% and 3.37%. Similarly, Hepbasli (2007) performed
an exergy analysis on a residential solar domestic hot water system integrated with a
ground source heat pump. The analysis concluded that the solar collectors were
responsible for the greatest amount of exergy destroyed in the system, and had an
exergy efficiency of 10.57%.

Some researchers have also applied exergy analysis to optimize the performance
of solar thermal systems. Altfeld (1988a and 1988b) explored relationships between
certain operating conditions and collector configurations of a solar air heater to the net
exergy flow of the collector to determine the best conditions for maximum net exergy

flow. Luminosu and Fara (2005) developed a design methodology that uses an exergy
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analysis to determine the optimal design parameters (collector area and collector fluid
mass flow rate) for an open-circuit solar collector system for any given climate. They
determined the optimal configuration for the climate in South-West Romania and
developed a solar collector system with an exergy efficiency of 3.6%. Farahat et al
(2009) performed an optimization of a solar thermal collector with the collector area
and the collector fluid mass flow rate as the independent variables. The goal was to
maximize the exergy efficiency. The optimization was completed using a sequential
guadratic programming method for constrained optimization. The optimal collector
obtained from this analysis has an exergy efficiency of 3.89%.

Currently, there are no research efforts presented in literature about the exergy
analysis of solar combisystems. Only studies on solar hot water or solar air heating
systems could be found at the time that this thesis was written. Combisystems differ
from normal solar hot water systems in that the dynamics of heating a space must be
taken into account in the charging and discharging of energy and exergy from the water
storage tank. Also, all of the studies in present literature on this subject are usually
performed in warmer, sunnier European or middle-eastern climates. Furthermore, all of
the exergy studies mentioned above use constant incident solar radiation values as
opposed to hourly weather files to model the performance of the collector systems
except for Gunerhan and Hepbasli (2007), which use, for a single day, varying values for
given time steps between 1:10 PM and 3:35 PM. Lastly, none of the above studies
consider the concept of embodied exergy, in order to analyse the life cycle exergy

destroyed of a solar thermal system.
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2.6 Conclusions

Solar thermal systems have been extensively studied in detail for decades now.
Various aspects of these systems have been thoroughly examined in countless
configurations and numerous different climates. However, despite all of this previous
research effort, there are still certain aspects of solar thermal systems that have not
been studied before. For example, although solar collector systems have been
extensively studied, solar combisystems are still a relatively new variation on this
technology. Studies related to solar combisystems rarely cover the life of the building
within which the combisystems are installed. In addition, no studies have applied

stochastic optimization techniques to the life cycle of the solar combisystems, and

certainly not in colder, Canadian climates. Lastly, there is a significant gap in studies on

solar combisystems when it comes to second law analyses. The application of exergy

analysis to the life cycle of solar combisystems has not yet been explored. Furthermore,

optimization of solar thermal systems where the objective function focuses on the
exergy destroyed by these systems has not yet been dealt with.

This thesis addresses some of these gaps in the current literature on solar
combisystems and provides meaningful contributions to the field of renewable energy

in buildings.
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3House Model

This chapter presents the major details of the house model used for this thesis. The
model is based on previous work done by, Mitchell Leckner (Leckner 2008) for his
M.A.Sc thesis.

The model was developed in a transient system simulation program known as
TRNSYS 16 (Klein et al. 2006). This program allows users to build many types of building-
related systems with high detail by using components known as Types. The models are
capable of providing detailed energy consumption results over any time space required.

In Leckner (2008) the model was divided into two parts. First, Leckner developed
the base case house model, in order to simulate a common single family detached
house in Montreal. Then, a second model was developed in which numerous upgrades
were implemented to the house in order to make it extremely energy efficient
compared to other common houses of similar sizes in Montreal. The author of this
thesis upgraded the house model, herein known as the energy efficient house (EEH), for
the purpose of this thesis. The EEH model includes a solar combisystem designed by
Leckner. This combisystem is referred to as the base case solar combisystem (BCSCS).

This chapter presents the physical properties of only the EEH developed by Leckner
(2008). This chapter also outlines any changes made to the model developed by Leckner
for the purpose of this thesis. This chapter also describes the BCSCS in detail.
Furthermore the results produced by the re-built EEH house model simulations in

TRNSYS are presented in detail.
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3.1 House Model Overview

The EEH was designed to represent a common home construction in the city of
Montreal that has been renovated to be extremely energy efficient. Data for typical
home construction was obtained from the Canada Mortgage and Housing Corporation
(CMHC 1999), Kesik and Lio (1997) and the Sustainable Building and Communities group
at Natural Resources Canada (Gusdorf 2005).

The goalof Leckner ° s t hesi s Wwzm®enérgyhoose (8ZBH)by a net
reducing the energy use of a typical house and then adding photovoltaic (PV) panels to
supply the remaining energy demands of the house. The focus of this thesis, however, is
not to create a NZEH, therefore the PV panels are no longer considered in this model
and the NZEH is referred to as the energy efficient house (EEH). Every other detail of the
NZEH model is kept for the purpose of this thesis.

3.2 House Construction

The building is a two story, wood framed detached house with a base foot print of
6.2 m x 13.5 m (83.6m?). The house also includes a partially heated basement and an un-
heated attic space. The overall heated floor space is 208.4m?. The model assumes no
exterior obstructions from trees or other buildings.

The construction details of the house including envelope construction, window
selection and distribution, energy efficient technologies installed, and renewable energy
technologies installed are summarized in Table 3.1.

The walls and windows of the house are constructed to comply with the minimum

requirements of the R-2000 building standard in terms of thermal resistance.
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Table 3.1 Summary of the energy efficiency house construction (Leckner 2008)

Design Parameter

Energy Efficient House

Envelope

Insulation of basement floor (RSI-value)

1.9 m%K/W

41 mm XPS (below radiant floor)

Insulation of basement walls (RSI-value)

2.47 mA:K/W

89 mm improved mineral wool

Insulation of above ground walls (RSI-value)

6.25 m>K/W

235 mm improved mineral wool

Insulation of attic floor (RSI-value)

10.42 m*K/W

420 mm improved mineral wool

Window distribution of facades

70%-S/ 5%-E/ 5%-W/ 20%-N

Windows

Window/Floor Area Ratio

20%

Windows:

Triple pane, argon filled

RSI Insulating value

-Fixed picture (50% of south fagade): 1.03
m?-K/W

-Operable casement (All other windows): 0.862
m?-K/W

SHGC

-Fixed picture: 0.334

-Operable casement: 0.265

Natural Air Infiltration (ACH)

0.061 ACH

1.22 ACH @ 50 Pa

Energy Efficiency Equipment

Lighting type

CFL

Average installed power density

1.25 W/m?

Appliances

Energy efficient models

(Total Annual kWh)

3864 kWh/yr

Domestic Hot Water Use

Low flow faucets: 165 litres/day

Thermostatic mixing valve reduces the use of
hot water from the tank

Solar collector & electric heating (1 kW)

DHW Energy Recovery

Drain water heat recovery

Ventilation

Heat recovery ventilator

Cooling

Window shading and natural ventilation

Renewable Energy Technologies

Heating System

Radiant floor heating

Solar collector & electric heating (2kW & 4 kW
electric elements)
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3.3 Heat Gains and Electricity Use in the House Model
This section is intended only to provide a brief summary of some of the details

that are included in the EEH house model. It is intended to offer a glimpse of the
complexity of the model and how it was created to be as accurate to real life as
possible.
3.3.1 Occupants

The house is modeled for a typical five member family of two parents and three
children. The heat gains produced by the house occupants vary with their activity levels.

Therefore the occupant’s heat gains were m
moderately active office work (ASHRAE 2005, p. 30.4). Table 3.2 shows the occupancy

schedule for the house.

Table 3.2 Occupancy Schedule (Leckner 2008)

. Number of occupants
Time
Weekdays Weekends
8:00 - 8:30 4 5
8:30 - 15:00 2 5
15:00 - 18:00 4 5
18:00 - 8:00 5 5

Each person contributes 43.5 W and 31.5 W of radiant and convective
heat gains, respectively. I n order to eve
throughout the house, the gains are multiplied by a fraction for each zone. The fractions
distribute the heat such that, on average, there are two people on the top floor, two on

the ground floor and one in the basement.
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3.3.2 Artificial Lighting

The artificial lighting used for the EEH is all compact fluorescent lighting. The
lighting is set to the schedule shown in Table 3.3. The same schedule is used for the
entire year despite the differences normally observed between winter lighting and
summer lighting and other normal variations. It is assumed that the schedule represents

a typical yearly average.

Table 3.3 Lighting Schedule of BCH (Leckner 2008)

Time Percentage of lights on
0:00 - 7:00 0%
7:00 - 9:00 80%
9:00 - 19:00 20%
19:00 - 23:00 80%
23:00 - 24:00 50%

The heat given off by the lights is estimated using the method described in
ASHRAE 2005, p. 30.22, Table 16 which states that 67% of the heat generated is

radiation and 33% is convective. The lighting power density in the house is 1.25 W/m?.

3.3.3 Appliances

The appliances used in the EEH model are chosen to simulate the typical set of
appliances that a family of five would normally use in everyday life. The appliances are
modeled after actual appliances from EnerGuide and Energy Star listings. 100% of the

energy used by these appliances is converted to convective heat gains in the house.

3.3.4 Thermal Mass from the House Contents

Materials can absorb thermal energy throughout the course of the day when
thermal energy is abundant, and release the same energy slowly over the course of the
following night or days or even weeks. This concept is used extensively in passive solar
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building design and, when used properly, can dramatically reduce the peak heating load
required during the heating season.

This thesis does not take full advantage of passive solar thermal storage
concepts; however, Leckner (2008) determined that the effects of the thermal mass of
the contents of the base case house should not be neglected. Simulations run with and
without considering the thermal mass of all of the contents of the house showed room
air temperature differences of over 2°C and heating power differences of nearly 500 W.
Therefore, the thermal mass of all the contents of the house have been estimated based

on the quantities of materials.

3.3.5 Domestic Hot Water Use

The DHW use schedule is based on Perlman and Mills (1985), which is
reproduced in the 2003 ASHRAE Handbook, HVAC Applications, p. 44.10. The profile is
shown in Figure 3.1. This schedule produces an estimated total consumption of 236
liters per day.

In the EEH, however, one of the energy efficient technologies used is low-flow
fixtures. To model the effect of the low-flow fixtures, the hot water use is simply
reduced by 30% which amounts to a total daily water use of 165 L. A thermostatic
mixing valve is also installed on the domestic hot water tank in order to be able to keep
the temperature of the water in the tank between 55°C and 85°C. The thermostatic
mixing valve mixes the outgoing tank water with cold city water to ensure that the

water that comes out of the tap is a constant 49°C.
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Figure 3.1 Total household DHW use (Perlman and Mills 1985)

The temperature of the incoming city water represents the first major difference

in the model used for this thesis compared to Leckner (2008). The temperature profile

of the aqueduct water has a direct effect on the energy use of the hot water tank. The

calculated temperature curve is based on data collected by Dumas and Marcoux (2004)

over the course of several years at 9515 St-Hubert Streeti n

was calculated by using a 5™ order polynomial curve fit to the data from Dumas and

Montreal

Marcoux for the year 2000. This posed three problems for this thesis. First, the accuracy

of the approximation decreases towards the end of the year. Second, the data points for

one year might not necessarily represent the average over several years. Third, the 5t

order polynomial makes it impossible to simulate energy use for more than one year or

for any other start and end dates besides January 1* to December 31%. The reason for

this is that in TRNSYS the day of year is taken from the weather file to calculate the

temperature of the aqueduct water at any point during the year. However, after
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December 31" in the simulation, the day of year is never reset to 1 but rather continues
on to 366 and so on. This makes the incoming aqueduct water temperature completely
inaccurate if the simulation end date is after December 31* regardless of the start date.

In order to fix the problem, the data was modeled with a sinusoidal curve fit to 6
years of data rather than a 5" order polynomial fit to one year. This allows for
continuous modeling of the aqueduct temperature regardless of the end date of the
simulation, and provides a more accurate result. Table 3.4 shows the differences
between the simulation run with the polynomial fit and with the sinusoidal fit. It can be
seen that for one year, the differences in simulation results only appear for DHW
electricity consumption and are not significant (1.8%). Figure 3.2 shows both curves fits
of the Montreal agueduct water on top of the actual measured data from Dumas and
Marcoux (2004) for the years 2001 to 2004. It can be seen that the polynomial fit is no
longer valid after the first year of data.

The sinusoidal curve is expressed as:

( (—) ) (3.1)

Table 3.4 Annual simulation results for BCH consumption with polynomial and
sinusoidal aqueduct water temperature curve fits

Energy Use (kWh) Polynomial Sinusoidal % Difference
Heating 8302 8302 0.0
Ventilation 2112 2112 0.0
HRV 1069 1069 0.0
Lighting 2771 2771 0.0
Major Appliances 3272 3272 0.0
Other Appliances 3214 3214 0.0
DHW 4799 4713 -1.8
Total 25539 25453 -0.3
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Figure 3.2 Polynomial and sinusoidal curve fits for Montreal aqueduct water temperature

3.4 Base Case Solar Combisystem
The EEH is outfitted with the same solar combisystem designed by Leckner for his
thesis (Leckner 2008). The purpose of the combisystem is to utilize solar radiation via
solar collectors to power the DHW system of the house as well as space heating system
in order to reduce the amount of purchased
combisystem, herein referred to as the base case solar combisystem (BCSCS), uses two
separate storage tanks for space heating and DHW purposes. The BCSCS is similar to the
design of #14 out of the 21 generic systems designated by The International Energy

Agency Solar Heating and Cooling Programme (IEA-SHC) Task 26 (IEA-SHC 2002).

3.4.1 Combisystem Layout and Components

Figure 3.3 shows a schematic diagram of the BCSCS. The main source of energy is

provided by flat plate solar collectors. The collectors are modeled after Stiebel Eltron
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SOL 25 solar collectors (Stiebel Eltron 2011). The BCSCS uses 4 of these collectors in

series, each having an area of 2.73 m? for a total collector area of 10.94 m?.
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Figure 3.3 Schematic diagram of the base case solar combisystem (Leckner 2008)

The collector fluid from the solar collectors travels to a flow diverter where the flow
is directed towards the radiant floor tank (RFT) or the domestic hot water tank (DHWT)
depending on certain control parameters to be discussed in following sections. The flow
of collector fluid to the two storage tanks is controlled by two separate pumps located
after the diverter. Each tank contains an internal heat exchanger through which the
collector fluid circulates before returning to the collectors.

The collector fluid is composed of a 60% glycol-water mixture. The collector fluid
flow rate is set at a constant 100 kg/hr. Both the RFT and the DHWT are 300 L vertical
cylinder tanks. The temperature of the water in the tanks is modeled using 4 equally

spaced layers, or nodes, where node 1 is the top of the tank and node 4 is the bottom.
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The internal heat exchangers both have their inlets to the tanks at node 3 and the
outlets at node 4. Both tanks have their water inlet at node 4 and outlet at node 1.

Auxiliary energy is provided directly to the tanks when the available solar energy is
insufficient to cover the demand of the house. Auxiliary energy is supplied via internal
electric heating elements. The DHWT contains one element of 1 kW while the RFT
contains two elements of 2 kW and 4 kW.

Hot water is supplied to the house straight from the DHWT. A thermostatic mixing
valve is used to mix the hot water from the tank with cold city water in order to provide
hot water to the house at a constant 49 °C. The DHWT is replenished with city water
that has passed through a drain water heat exchanger (DWHX). The DWHX is used in
order to preheat the incoming city water and reduce the amount of energy required to
heatthe waterfor t h e u sThairkomingxiey evates is passed through a pipe
that is coiled around the drain water pipe where waste heat is transferred from the
drain water to the incoming city water.

Heating is accomplished by a radiant floor heating system, which is powered
partially by the combisystem. Water from the RFT is circulated by four pumps through
four separate radiant floor loops: one for the basement, two for the ground floor, and
one for the top floor. The radiant floor system is a closed loop, meaning the water is
circulated back to the RFT after it travels through the radiant floor system. The pumps
are modeled after UP 15-10 B5 Grundfos pumps (Grundfos, n.d.). The flow rate for the

radiant floor loops is set at 300 kg/h, except for the top floor loop, which is twice as
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large and therefore the flow rate is set at 600 kg/h. Electricity used by these pumps is

considered in the overall energy demand of the house.

3.4.2 Base Case Combisystem Controls

The collector fluid flow diverter is controlled by a differential controller and a
TRNSYS Equation to determine which tank to fluid is diverted to. The fluid flows to the
RFT if the following three conditions are met: 1) the glycol from the solar collector
entering the heat exchanger in the tank is hotter than the fluid in the tank surrounding
the exiting section of the heat exchanger —this ensures that the solar collectors are
always providing heat rather than taking heat from the tank, 2) the temperature of the
water in the top layer of the tank is less than 55°C, and 3) it is the heating season (Oct
17th to May 1st). If any of these conditions are not met, then the diverter directs the
fluid towards the DHWT. The flow to the DHWT is controlled by a second differential
controller and TRNSYS calculator such that the pump is only activated if the following
two conditions are met: 1) Same condition as for condition 1 of the RFT and 2)
temperature of node 3 in the DHWT is not greater than 85 °C. If none of the above
conditions are met, both pumps are turned off and the fluid does not flow through the
collectors.

The auxiliary heaters are controlled in the model by a three-stage room thermostat
with heating set back and temperature dead band as well as a TRNSYS calculator. The
temperatures in the rooms are used to control the RFT auxiliary heaters in order to
maintain comfortable living conditions in the house. The 2 kW auxiliary heating element,

placed in top layer in the RFT tank, is activated when the temperature in the top floor of
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the house drops below 21 °C. The 4 kW auxiliary heating element, placed below the 2
kW heating element in the RFT tank, is activated when the same temperature drops
below 18 °C. These temperatures are set back by 3 °C during night time in order to
reduce energy use. A temperature dead band of 0.5 °C is used. The 1 kW auxiliary
heating element in the DHWT is also controlled using a three-stage room thermostat.
This element is activated when the temperature of the top layer of water in the DHWT
drops below 55 °C. The temperature dead band for this element is set at 1 °C.

The radiant floor pumps for each zone are activated only if the following two
conditions are met: 1) the operative temperature in the zone is below 21°C and 2) it is
the heating season (Oct 17" to May 1%). Also, the basement zone temperature is set at 1
°C less than the two other zones since this area is normally less occupied than the rest of
the house. These temperatures are also set back by 3 °C at night time (between 11 pm
and 7 am). These controls are also modeled using a three-stage room thermostat and a
TRNSYS calculator and they all use a temperature dead band of 0.5 °C.

3.5 Simulation Results of Energy Efficient House with Base Case Solar
Combisystem

The simulation results of the energy efficient house with the BCSCS can be seen in
Figure 3.4. The energy use profile differs from a typical house in that normally, for a
house that is built to the standard provincial building code, the energy required for
heating domestic hot water represents a larger proportion of the overall energy use.
However, due to the installation of a drain water heat recovery system, the low flow

fixtures and the solar combisystem, the DHW energy use is drastically reduced.
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The overall energy use of the EEH is significantly lower than the typical house

constructed in Montreal, Quebec. A typical house of similar size as the EEH modeled for

this thesis typically uses over 198.9 kWh/m? (NRCan 2010a) whereas the EEH uses a

total of 53.8 kWh/m?.

Energy Efficient House (with BCSCS): 11,217 kWh,
53.8 kWh/m?

Lights, 693 kWh, 3.32

Pumps, 53 kWh, 0.25 kWh/m?
kWh/m?2 6%
0%

Major appliances,
1662 kWh, 7.97
kWh/m?2

Heating, 3315 kWh,
15%

15.91 kWh/m?
30%

Other Appliances,
2202 kWh, 10.57
kWh/m?2
20%

HRV, 1069 kWh, 5.13

kwWh/m?2
9% DHW, 330 kWh, 1.58
kWh/m?2
Ventilation, 1894
3%
kwh, 9.09 kWh/m?2
17%

Figure 3.4 Annual energy use distribution for the EEH with solar collectors
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The optimization methodology is discussed below and the remaining sections of this
chapter elaborate on each of the steps taken.

The first step of the optimization is to select the appropriate combisystem variables
to be used in the optimization. Constraints for these variables must also be assigned
such that the optimal combisystem configuration could be constructed in real life using
commercially available components.

Then, with these variables in mind, the objective functions are developed with
which the combisystem is optimized.

Following this, an appropriate software program to implement the optimization
algorithm in conjunction with the TRNSYS simulation environment is selected. It is
important that the software selected work seamlessly with the TRNSYS simulation
environment because the combisystem model has already been created using this
program. Then, an appropriate optimization algorithm is selected based on its suitability
to the optimization problem and the estimated computation time and accuracy of the
algorithm.

Finally, separate optimizations are completed for each of the objective functions.

Then the results can be analyzed.

4.1 Optimization Variables
Table 4.1 lists the selected optimization variables of the combisystem as well as

the ranges within which they are modified. The table also lists the initial step size of
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each variable. A step size is required by the algorithm for every variable even though all
the variables listed are continuous except for the number of solar collectors. The step
size initially determines what values each variables can take in order to give the

algorithm a finite search space.

Table 4.1 Optimization variables for the base case solar combisystem

Parameter Range Initial step size | Initial value Units
Number of solar
collectors 1-22 1 4 each
RFT volume 300 -30,000 100 300 liters
DHWT volume 100 —1,000 100 300 liters
DHWT auxiliary power 0.5-5 0.5 1 kw
RFT auxiliary power high 0.5-10 0.5 2 kw
RFT auxiliary power low 0.5-15 0.5 4 kw
Collector tilt 0-90 5 45 degrees
Couecc;ﬁ;ﬂg\:l;raet: per 10-115 5 45 kg/hr/mtector

The number of solar collectors for this model is limited by the available area on
the south facing roof of the house, which is roughly 60 mZ. This is the only variable that
is set as discrete so that the optimization does not choose a solution that uses a fraction
of a solar collector. Each collector is has an area of 2.734 m®. Every other variable is set
as continuous.

The upper limit of the radiant floor tank volume is determined based on the
maximum allowable height in the basement of the house. A correlation between the
tank height and volume is shown in Figure 4.1, where tank height is set as a linear
function of volume. This is intended to produce a rough estimation of tank height versus
volume since larger tank sizes (>5,000 liters) are usually produced as custom orders and
tank heights vary from manufacturer to manufacturer. Using data supplied by tank

manufacturers, the minimum height is set at 1.49 meters for a 300 liter tank (Leckner
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2008) and the maximum height is set at 3.9 meters for a 40,239 liter tank (Haase n.d.,
Siliconsolar 2011). Since the height of the basement room in which the storage tank is
kept is about 3 meters, this would only allow for a tank volume of approximately 27,500
liters using the correlation. For simplicity, this number is rounded up to 30,000 liters for

the optimization, and this is used as the upper limit for the RFT volume variable.
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Figure 4.1 Correlation of tank height vs. tank volume from various manufacturers

The upper limit of the domestic hot water tank comes from the fact that the
tanks do not need to store more than
by Hugo (2008) showed that, for a house of similar design to Leckner (2008), a solar
fraction equal to 1 for complete seasonal storage can be achieved with a single tank
with a volume of approximately 38,600 liters and a collector area of 51.4 m%. Therefore,
if the DHWT volume is limited to 10,000 liters, the maximum possible total volume of
both tanks combined is 40,000 liters. Based on the data from Hugo (2008), 40,000 liters
is approximately enough volume for seasonal storage for the energy efficient house

model used considering that the maximum allowable collector area is approximately 60

37



m?and that the house is located in Montreal, Quebec. For the case of this thesis, the

combi system does not require any more stor
since, during the summer months, enough solar radiation is converted into heat to

supply all the heating and hot water needs for the entire winter.

For the collector slope, it is a general rule of thumb that, to maximize annual
solar energy conversion for solar domestic hot water heaters, the slope of the collectors
should be set at the latitude on which they are placed (Duffie and Beckman 2006). In the
case of solar combisystems, however, more thermal energy is required during the
winter months when heating demand is very high and less is required during the
summer when heating demand is zero. As seen from the simulation results of the
BCSCS, during the summer months the collectors are capable of supplying more heat
than is used by the DHW system of the house. If there is no seasonal storage, it might be
more ideal to tilt the collectors at a steeper angle to take better advantage of the sunin
the winter months while the sun is lower in the sky. This result is demonstrated by Hugo
(2008), who determined that for a solar combisystem with seasonal storage, increasing
the collector tilt angle from 45° to 60° results in an increase of the system COP from
12.8 to 19.6 and a decrease in annual auxiliary electricity required from 288 kWh to 123
kWh. Therefore during the optimization, collector tilt angles between 0 and 90 are
tested.

The limits suggested by the manufacturer for the collector fluid flow rate are
19.2 to 114.85 kg/hr/m’ciiector (Stiebel Eltron 2011). However, the BCSCS is designed

with the flow rate set at just under the lower end of the limits at roughly 9.1 kg/hr/
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M collector (Leckner 2008). Therefore the lower limit of the optimization variable range is
reduced to 10 kg/hr/ mzcouector to accommodate the base case scenario. The upper limit

of the variable remains at the manufacturer suggested upper limit.

4.2 Objective Functions

The base case combisystem is optimized three separate times according to three
different objective functions: Life cycle cost, life cycle energy, and life cycle exergy
destroyed. The purpose of the optimization is to select the combisystem parameters
that minimize each of these objective functions individually. That is, the optimization is
performed separately for each of the objective functions. No multi-objective
optimization is performed since the goal is not to find the combisystem that has the
optimal compromise between the three objective functions but rather three different
combisystems designed for different purposes.

Further details regarding the objective functions can be found in their respective

chapters within this thesis.

4.3 Optimization Software

In order to optimize the parameters of the base case combisystem, a program
called GenOpt (generic optimization program) (Wetter, 2010) is selected to be used with
TRNSYS. GenOpt is designed to conduct optimizations on problems where the cost
function is computationally expensive and the numerical values of its derivatives are not
available or cannot be expressed analytically. Computationally expensive implies that an
external program is likely required in order to compute the objective function that is
being optimized. GenOpt is ideally paired with TRNSYS since the program works by
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pairing it with any simulation program that reads its inputs from text files and writes its
outputs to text files, and TRNSYS is well suited for modelling a system like a solar
combisystem. GenOpt has a number of built-in optimization algorithms that are
designed for problems that are one-dimensional or multi-dimensional; uses discrete
variables, continuous variables or both.

Figure 4.2 shows the interface between the simulation program TRNSYS, and the
optimization program GenOpt. The user begins by creating a copy of the input file of the
model used in TRNSYS which serves as a template for GenOpt, shown in the top right
corner in Figure 4.2. The template contains a reference for each variable that is being
considered for the optimization. GenOpt uses the template created by the user to
create a new input file for TRNSYS and supplies values for each variable that is
referenced in the template. This is represented by the input box below the dotted line in
Figure 4.2. GenOpt then calls on TRNSYS to perform a simulation with the input file.
When the simulation is complete, TRNSYS sends the value of the objective function to
an output file, shown in the bottom right corner of Figure 4.2. GenOpt then extracts the
value of the objective function from the output file and then uses the value of the
objective function along with the information from the command file, shown in the top
section of Figure 4.2, to generate new values of the variables. These new values
correspond to a new search in the design space, and are used in the next input file. The
command file contains all of the optimization parameters which include the selected
algorithm and parameters as well as the initial value, range, and step size of each

variable referenced in the input file template. GenOpt then creates another input file
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and the process is repeated until the value of the objective function has been minimized
based on the algorithm parameters supplied in the command file. At each stage of the
optimization, the values of each variable as well as the value of the objective function
for each simulation is logged and saved in the output file created by GenOpt, shown on
the left side of Figure 4.2. Both GenOpt and TRNSYS keep a log file, seen in Figure 4.2,

which stores any errors or notices generated by the programs.

File Algorithm Simulation Simulation
locations r petrameters r configuration r inp it
o . . simulation

‘ initialization ‘ command ‘ configuration input templateu
output <H- =
simutlation output =
retrieval S
log - D10 g *E::
prog =
call Oy

____________________________________________________________________________________________________________ -
=
=
Y output =
-
; Simulation S
Input = .5
P Program &
log

Figure 4.2 Interface between GenOpt and the simulation program (Wetter 2010)

Following the optimization of the BCSCS, it is important to ensure that the
solution obtained by the algorithm is not a local minimum within the solution space. In
order to avoid this, a sensitivity analysis centered on the optimal solution is performed.
Each variable is modified individually within a certain range starting with the optimal
values obtained by the algorithm. The value of the objective function is recorded and

checked if it is greater than the minimized solution obtained by the algorithm.
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4.4 Optimization Algorithm

A hybrid particle swarm and Hooke-Jeeves algorithm (Wetter 2009) is used to
optimize the BCSCS design. The particle swarm optimization is used as a global search
method for a user-specified number of generations; then the Hooke-Jeeves algorithm is
launched using the best solution produced by the particle swarm optimization as a
starting point. An analogy can be given to describe the way the hybrid algorithm works:
if you were told to go to the highest peak of a vast mountain range, without knowing
which mountain has the highest peak, the particle swarm optimization portion would
first place you on the right mountain, then the Hooke-Jeeves portion would then take
you to the peak.

The hybrid algorithm is selected because it was found to be a good compromise
between its ability to find an optimal solution, the computation time required and the
complexity of applying it (Wetter 2004). This algorithm has also been successfully
applied to optimize the control settings of a chilled water system (Lee and Cheng 2012).
Using this algorithm, the performance of the chilled water system was increased by 9.4-

11.1% depending on the season compared to conventional operating settings.

4.4.1 Particle Swarm Optimization

Particle swarm optimization (PSO) was first introduced by Kennedy and Eberhart
(1995). The stochastic, probability based algorithm was developed for non-linear
optimization problems and was inspired by the social behaviour of flocks of birds or
schools of fish. The basic idea behind the algorithm is that a swarm of particles can

utilize swarm intelligence to find an optimal position. The analogy to flocks of birds or
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schools of fish is that the group is capable of combining their own knowledge and the
group’s knowledge in order to accurately
a wide search space. The algorithm uses a finite set of individuals, called particles, that
each has a value of the cost function that is being optimized. After each generation, the
particles attempt to improve their cost function value from the last step. Each particle
remembers their own personal best value, known as cognitive behaviour, and also
knows the best value obtained by all of the particles in the swarm, known as social
behaviour. These cognitive and social values influence the direction and velocity that
each particle moves for the next generation while they attempt to seek a lower cost
function value. The algorithm has two basic governing equations, Equations 4.1 and 4.2,
for the unit-less position and velocity vectors of individual particles, respectively. Note
that each optimization variable represents a dimension in the search space.
(4.1)
( ) ( ) (4.2)

where:

i = Particle index

k = Generation index

x = Particle position

v = Particle velocity

pi = Best individual particle position

G = Best swarm position

1, ¢, = Cognitive and social parameters
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ri, r, = Random numbers between 0 and 1

Although there are numerous variations and versions of particle swarm

optimization, the algorithm generally follows the following steps:

1)
2)
3)

4)

5)

6)

7)

8)

Randomly initialize particle positions and velocities;
Set k=1;

Evaluate function value of each particle given its coordinates;

If stopping condition is satisfied then go to 8);
Setk=k+1, and:
(4.2)
( ) () (4.2)
Repeat 3) to 7)

Terminate

For this thesis, the particle swarm optimization continues until a given number of

generations have been evaluated. The stopping condition is satisfied when the number

of generations has reached the maximum allowed.

One variant of particle swarm optimization that is used for this thesis is the

particle swarm optimization on a mesh. For this variation, the continuous independent

variables are modified such that they belong to a fixed mesh, whose parameters can be

found in Table 4.2. The advantage of this method comes towards the end of the

algorithm, when the particles typically cluster during the last iterations. By constraining
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the variables to a mesh, the number of simulation calls made during the optimization is
reduced when the particles start to cluster (Wetter 2009). That is, if several particles are
on adjacent mesh nodes and their velocities are not high enough to move them to the
next nodes then the particles remain on those nodes and the simulations are not
repeated. The algorithm simply reuses the value of the cost function previously
obtained at those positions. The disadvantage of this variation is that all of the
continuous variables essentially become discrete. Since the variables are confined to the
mesh that does not change in size or configuration, the variable step sizes cannot

change either.

4.4.2 Hooke-Jeeves Algorithm

The Hooke-Jeeves (HJ) algorithm is a member of the family of generalized

pattern search algorithms. The algorithm uses a fairly simple procedure which is shown

in Figure 4.3.
Start f————— Evaluate function at |—=D
initial base point
: Yes
(D——»f Start Make »| Is present functional f——(2)
at Base Exploratory value below that at No
Point Moves Base Point? ——3)
Yes
@——>f Set Make Make » TIspresent |—@
new Pattern Explor- functional value
base aM:: e atory below that at No
point v Moves Base Point? |—(D
@ . : No
Is step size ™ Decrease step size 2O
small enough? | Yes

A

Stop
Figure 4.3 Flow diagram for Hooke-Jeeves generalized pattern search algorithm (Hooke,
Jeeves 1961)

The first step of the algorithm, represented by step 1 in Figure 4.3, is simply to

evaluate the objective function at some initial point which is normally defined by the
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user. In the case of the hybrid algorithm, the initial point is defined by the optimal
individual obtained from the PSO portion of the algorithm.

The second step of the algorithm, represented by the second line in Figure 4.3,
involves an exploratory move around the initial individual. The process of an exploratory

move is depicted in Figure 4.4.

Enter

3

| Increase Coordinate |

Is move a Yes
success? /
No
y
— .
| Decrease Coordinate | o] Retain new
rdin
Is movea Yes Coa(:md neav:'e
? o -
success? / functional
No value

1
{ Reset Coordinate |

A
Exit

Figure 4.4 Flow diagram for exploratory moves in the Hooke-Jeeves GPS algorithm (Hooke,
Jeeves 1961)

In an exploratory move, the algorithm individually increases and decreases the
value of each optimization variable by a step size s. In Figure 4.4 this step is described as
increasing or decreasing the coordinate. The objective function is evaluated for each
change in every optimization variable. If the value of the objective function is decreased,
the value of the variable that caused the decrease is retained. Otherwise, the value of
the variable is reset to its original wvalu
search’”. Once all the exploratory moves fo

moves to the third line of Figure 4.3.
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At this stage, the algorithm establishes a new base point based on the lowest
value of the objective function obtained so far and its relationship to the previous
|l owest value. This step i HBgurdld.dhe expldiasy
moves are then repeated around this new base point.

If this step produces a point that has a value of the objective function that is
lower than the lowest found so far, the algorithm sets this point as the new base point
and repeats the exploratory moves around this new base point. This is often referred to
as t he ‘| ofFiguaeld.3, thelaal seahch is. shownras the second set of
exploratory moves seen in the third line. If the local search fails to produce a value of
the objective function that is lower than the lowest obtained so far, the algorithm
returns to the second line of Figure 4.3 and performs a new global search.

This process is repeated until no decrease in the value of the objective function
is observed in the local or global searches. When this occurs, the value of the step size,
s, is decreased according to Equations 4.3 and 4.4.

(4.3)
— (4.4)

Where:

j = Step reduction index;

y = Mesh size exponent;

t = Mesh exponent increment;

r = Mesh size divider;
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The mesh size exponent, mesh exponent increment, mesh size divider and the
initial mesh exponent are all optimization parameters that are supplied by the user.

The algorithm repeats the entire process above until a maximum number of step
size reductions has been reached. The maximum number of step size reductions is also
an optimization parameter that is supplied by the user. The values for these parameters

used in this thesis are found in Table 4.2

4.4.3 Hybrid Particle Swarm and Hooke-Jeeves algorithm

A study completed by the author of GenOpt (Wetter 2004) compared numerous
deterministic and probabilistic optimization algorithms on a non-smooth simulation-
based problem. The study compared the performance of each algorithm as the
algorithms attempt to find the optimum solution for two separate building models in
the modeling software EnergpPkBUsmo@®rEe, mbde
only four independent variables (building azimuth, east and west window width, and
shading device transmittance), and the oth
independent variables (e.g. window widths and heights on all four sides of the building,
temperature set points, cooling design supply air temperature etc. ). The results of the
study showed that the algorithm that obtained the best overall cost reduction was the
hybrid particle swarm and Hooke-Jeeves (PSO-HJ) algorithm. The drawback to this
algorithm, however, is that it generally tended to use roughly 10-20% more simulations
to find an optimal solution than the algorithm that found the next best cost reduction, a
simple genetic algorithm (GA). However, the implementation of the simple genetic

algorithm for the purpose of this project is more difficult than the PSO-HJ algorithm
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since the optimization program GenOpt does not presently contain any built in GA. In

order to use a GA, it must be programed by the user. However, programming a custom

GA is beyond the scope of this thesis. Using the hybrid PSO-HJ algorithm allows for

relatively easy integration of GenOpt with TRNSYS without any extra coding required.

The hybrid PSO-HJ also outperformed a regular PSO on a mesh by consistently

finding a more optimum solution in a comparable amount of simulations. Therefore,

based on the results from Wetter (2004), the hybrid PSO-HJ algorithm is applied for the

optimization problem in this thesis.

Table 4.2 shows the values of the parameters used in this thesis for the

optimization of the BCSCS which are required by the hybrid PSO-HJ algorithm in GenOpt.

Table 4.2 Optimization algorithm parameters using a hybrid particle swarm and

Hooke-Jeeves algorithm

Parameter Value
Main GPSPSOCCH)J (Generalized Pattern Search Particle Swarm
Optimization Constriction Coefficient Hooke-Jeeves)
Neighbourhood topology VonNeumann
Neighbourhood size 5
Number of particles 15
Maximum number of 50
generations
Seed 1

Cognitive acceleration

2.8 (Carlisle and Dozier 2001)

Social acceleration

1.3 (Carlisle and Dozier 2001)

Maximum velocity gain
continuous

0.5 (Wetter 2009)

Maximum velocity gain discrete

4 (Wetter 2009)

Constriction gain

0.5 (Wetter 2004)

Mesh size divider

2 (Wetter 2009)

Initial mesh size exponent

0 (Wetter 2009)

Mesh size exponent increment

1 (Wetter 2009)

Number of step reductions

3
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The neighbourhood topology defines the particles from which the social best
value is taken to establish particle velocities and positions. This value does not need to
be chosen from the entire swarm but rather can be chosen from a smaller group
surrounding the particle in question. The size of this group is determined from the value
of neighbourhood size parameter. The shape is determined by the neighbourhood
topology type. The two most common neighbourhood topology types are known as
gbest and Ibest (Kennedy 2002). Figure 4.5 shows the difference between the gbest and
Ibest topologies. In gbest, the trajectory of each particle is influenced by the best point
found by any member of the entire population. The /best topology only lets the
trajectory of a particle be influenced by a smaller proportion of the population, typically
only two other particles located on either side of the particle in question. These
topology types, however, have distinct disadvantages. gbest tends to converge quickly
on a solution, however it often tends to get stuck in a local minimum. Ibest is capable of
“fl owing around” Ibestteadttotake longemaconveltg® we v er ,
(Kennedy 2001). A third type of neighborhood, known as the Von Neumann
neighborhood, is also commonly used. A Von Neumann neighbourhood with a
neighbourhood size of 1 takes into consideration the best point found by the particles
located above, below and on either side of the particle in question on a two dimensional
lattice. Figure 4.6 shows an example of the Von Neumann topology with a
neighbourhood size of 1. In the case of this thesis, the von Neumann topology is used
since Wetter (2009) states that “best perf

Neumann topol ogy”.
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Figure 4.5 gbest (left) and Ibest (right) neighbourhood topologies (Kennedy 2002)
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Figure 4.6 Von Neumann topology on a 2 dimensional lattice with a neighbourhood size of 1
centered on particle (1,2). Members of the neighbourhood are shaded in gray (Wetter 2009)

The number of particles and number of generations determine how many
iterations are performed before the algorithm switches from PSO to HJ. During set-up
tests of GenOpt and TRNSYS, it was determined that for the BCSCS, reasonable
convergence can be achieved with a population size of 15 particles over 50 generations.
Carlisle and Dozier (2001) recommend using a population size of 30 for a standard PSO

algorithm however because a hybrid algorithm is used, the population size can be
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decreased in order to save computation time. Therefore a population size of 15 was
chosen. Carlisle and Dozier (2001) do not recommend a standard number of generations
to use however Wetter (2004) completed his tests using a maximum number of
generations of 20. However, the model used in this thesis is more complex than the
model used by Wetter (2004), therefore a larger amount of generations, in this case 50,
was used during initial set up tests in order to determine the amount that would be
suitable. Towards the final generations of the optimization, the particles tend to cluster
around a solution, but because the PSO algorithm is performed on a mesh, when the
particles tend to cluster the algorithm begins to reuse simulation values rather than
calling new simulations. This reduces the overall amount of simulations performed
without compromising the accuracy of the results. It is found that 50 generations is a
suitable size since the particles begin to cluster heavily around the 40" generation.

The seed parameter is simply used to initialize the random number generator.
The random numbers are used for the values of r; and r, in Equation 4.2. The value of
the seed parameter is normally set as 1.

The cognitive and social acceleration parameters represent the values of ¢; and
c, in Equation 4.2. Carlisle and Dozier (2001) recommend using values of 2.8 and 1.3 for
cognitive and social acceleration factors, respectively. These values work well for a
general-purpose PSO, or at least work well as a starting point before tweaking certain
parameters to improve the performance of the algorithm.

The continuous and discrete maximum velocity gains are normally set to 0.5 and

4, respectively for standard PSO problems (Wetter 2009).
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The constriction gain helps to control the spread of the particles. A larger
constriction gain means the particles tend to clump together less often and helps keep a
bigger spread of particles in later generations. This however comes at the expense of
more simulations. Wetter (2004) showed that by increasing the number of particles and
increasing the constriction gain from 0.5 to 1, a larger cost reduction was obtained at
the expense of twice the amount of simulations. In order to keep the number of
simulations required for the optimization relatively low, a constriction gain of 0.5 is
used.

The mesh size parameters are used by both the PSO algorithm and the HJ
algorithm. Wetter (2009) recommends using common values of 2, 0, and 1 for mesh size
divider, initial mesh size exponent, and mesh size exponent increment respectively.

The number of step size reductions is used solely by the HJ algorithm. This value
determines how many iterations of the process shown in Figure 4.3 are completed
before the algorithm terminates. During initial preliminary testing of the hybrid
algorithm on the BCSCS, it was observed that for each extra step size reduction, the
algorithm added an extra 20 simulations. However, at a number of step reductions of 4,
the algorithm only improved the LCC of the system by only $0.50 on a total life cycle
cost of approximately $16 000 for the last step size reduction. Therefore a step
reduction of 4 produces a much higher resolution than necessary on the final answer.

For this reason, the number of step reductions used is three.
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4.5 Analysis of Results

There are two separate aspects of the optimization results that are discussed for
each objective function: the optimum configuration of the solar combisystem and the
algorithm performance. The combisystem results deal with the performance in terms of
life cycle cost, life cycle energy and life cycle exergy destroyed of the optimal solution.
The performance of the optimal combisystem, in terms of energy consumption and
solar fraction, is also analyzed and compared to the BCSCS. The algorithm performance
deals with the how the algorithm performed during the optimization in terms of
computation time and accuracy. The two separate sections of the hybrid PSO-H)J
algorithm are analyzed in terms of convergence speed, number of simulation calls and
the lowest value of the cost function achieved. A sensitivity analysis centered on the
final optimal solution is conducted in order to confirm that the algorithm did not get
trapped at a local minimum.

Lastly, the combisystem results of the optimal solutions obtained for each of the
objective functions are compared in terms of combisystem performance and in terms of

the other objective functions.
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5LIi fe Cycle Cost Opti |

5.1 Objective Function

The life cycle cost (LCC) of the combisystem is made up of 3 separate
components: 1) the initial cost of all of the components upstream of the two tanks,
including the tanks; 2) the replacement costs of this equipment and 3) the annual
operating costs which include the cost of the auxiliary energy used for the heaters of
both tanks as well as the electricity used for the two collector fluid circulating pumps
upstream of the two tanks. The radiant floor heating system and the drain water heat
recovery system are not included in the cost of the combisystem. The cost of disposing
each component is not considered in this thesis since there is presently little
information in the literature about the disposal costs of these technologies.

Table 5.1 shows the initial cost of all of the components considered in the
combisystem as well as the expected life span of all of the components. It is assumed
that all of the components are completely replaced after their life span and the cost of
any replacements required on the 40™ year of the house is not included. All of the costs
presented include current Quebec tax rates which are set as 5% for GST and 8.5% for
QST which is compounded on top of the GST which makes an effective interest rate of
13.93% (Revenu Quebec, 2011).

The initial cost of the Stiebel-Eltron Sol 25 Plus flat plate solar collectors is
extracted from (Leckner, 2008). The cost is listed as a function of number of solar

collectors, since the number of solar collectors is a variable to be optimized. It can be
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seen that the cost for two collectors is not necessarily double the cost for one collector
since a large portion of the initial cost is attributed to installation and labor.

Table 5.1 Initial cost and replacement time for combisystem components

Component Replacement Time (years) Initial Cost ($)
Solar collectors 25 1548.9 : Neojiector + 1146.8
Radiant floor tank 15 2.746 - Vger + 952.35
Domestic hot water tank 15 2.746 - Vpywr + 952.35
Glycol 3 15.53 * Neojtector + 148.26
Pumps (x2) 10 827 (each)
Controller 15 227
Pipes -- 318

Where: Ngjector = NUMber of collectors, Vger = RFT volume (L), Vpuwr = DHWT volume (L)

The costs of the radiant floor tank (RFT) and the domestic hot water tank
(DHWT) are listed as a function of tank volume, since both tank volumes are also used as
variables for optimization. The tank cost function is derived from a linear fit of tank
prices from numerous tank manufacturers for volumes ranging from 100 liters to nearly
10,000 liters (Solair Quebec 2011, Siliconsolar 2011). For tanks larger than 10,000 liters,
the price is extrapolated from the cost data. The total initial cost of the combisystem is
the sum of the cost of all of the components listed in Table 5.1. The cost of the glycol,
pumps, controller and pipes are all taken from (Leckner 2008).

In order to take into account the future cost of replacement equipment in
t oday’ s d odaluaof nsoney rhukt e taken imaaccount. Since the cost of
the equipment is known and payable at the beginning of a given time period, the future
cost, which is increased at a general inflation rate of 2% (Bank of Canada 2011), can be

discounted to present worth using Equation 5.1.

(—) (5.1)
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where:

Present worth [S];

R = Replacement cost of equipment [$];

i = Annual inflation rate, 2% (Bank of Canada 2011);

d = Discount rate, 6% (NRCC 1997);

N = Period [years]

The annual inflation rate is taken from the target rate of 2% of the Bank of
Canada (2011). According to the Model National Energy Code of Canada for Buildings
(NRCC 1997), the discount rate is considered to be the interest rate offered by the bank,
or the best investment an owner could make with the same amount of money if he or
she did not invest in an energy conserving option. The model code recommends using a
value of 6% for the discount rate for present worth calculations. Taking into account
these values, the present worth of the replacement cost, over the life of the house of 40
years, for all the equipment included in the solar combisystem is calculated using

Equation 5.2.

(—) 2 (=)
(5.2)
2 (=) 2 (=)
2 (=) 2 (=)

The replacement cost of the solar collectors includes a factor that takes into

account the projected cost reduction of solar thermal collector technologies over the
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next 25 years. Based on a report published by the International Energy Agency (IEA
2007), the investment cost for solar thermal systems (including solar domestic hot water
preparation, combisystems, large scale systems, and thermo-siphon systems) could
decline by 35% - 50% by 2030. This percentage range is determined from cost data
which was mainly based on reported costs from Germany, Austria and Greece. The cost
reduction is based on a global installed capacity of 200 GWy, and assumes that all
government policies to support renewable energy that are currently being developed or
being considered in many countries will have been implemented by 2030. The report
does not specify whether the control systems are included in the cost, therefore, to use
a conservative estimate for cost reduction, the lower end of the range (35%) is used and
the reduction ( ) is only applied to the replacement cost of the solar
collectors.

The third portion of the LCC of the solar combisystem is the annual cost of
energy. This cost corresponds to the auxiliary energy supplied to the heating elements
in the two tanks as well as the energy use by the two pumps which circulate the fluid
from the solar collectors to both tanks. The MNECCB (NRCC 1997) provides the

following formula for calculating the present worth of life cycle annual energy costs:
_ ) (5.3)

where:
PWenergy cost = Present worth of heating costs over n years [S];
C = Annual energy cost in 1% year [$];

a = Effective interest rate (NRCC 1997);
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e = Increase rate of energy costs, 2.15% (Hydro Quebec 2006-2010);

iz = Discount rate including inflation, 8.0% (NRCC 1997).

The annual heating cost in the first year is calculated as the total electricity used
by the combisystem times the price of electricity. The price of electricity is taken as
$0.0776/kWh, which is the average price of electricity for residential customers using an
average monthly consumption of 1000 kWh in Montreal on April 1%, 2010 (Hydro
Quebec 2010). The annual increase in electricity rate is taken as 2.15%. This is the
average yearly increase rate in Quebec from 2004-2010 (Hydro Quebec 2006-2010).

The preliminary objective function for the total LCC is then presented as follows:

(5.4)

5.1.1 Penalty Function

Based on the cost values shown in Table 5.1, the largest portion of the LCC
comes from the initial and replacement costs of the solar collectors and the two tanks.
Therefore, it can be assumed that the system with the lowest LCC is likely the one that
uses the smallest tank volumes and number of collectors. However, without considering
the values of the other parameters, it cannot be assumed that the system that uses the
smallest collector area and tank volumes performs adequately in terms of thermal
comfort of the occupants of the house, given that the control strategy and hot water
flow rates for DHW and radiant floor heating remains constant. In the case of this thesis,
thermal comfort is achieved when the heating system is able to keep the operative air

temperatures of each zone at the set points during the heating season and during times
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when the set-back temperatures are not in effect. Since the combisystem does not have
any control over the relative humidity or air movement within the house, these
parameters which are normally associated with thermal comfort are not considered in
this thesis.

In order to ensure the thermal comfort performance of the combisystem is
adequate, a new metric is created: hours under set point (HUSP). The operative air
temperature of each zone is monitored such that the number of hours in each room
under the set point temperature is counted over the heating season and while set-back
temperatures are not in effect. The HUSP is the sum of the total number of hours that
each zone spends under the set point throughout the year.

Due to the sudden change in set point temperatures immediately after the set-
back temperature is no longer in effect, a certain amount of HUSP is inherent depending
on the heater capacity. The HUSP takes into account, along with other factors, how
quickly the system is capable of raising temperatures to comfortable levels when the
house occupants wake up. The BCSCS has a HUSP of approximately 510 hours for all
heated rooms. This value is used as a baseline for adequate thermal comfort
performance of the combisystem. Increasing the allowable HUSP of the BCSCS to just
under one hour per room per day yields a total HUSP of 550. Any more than an average
of one hour per room under the set point is considered unacceptable. In order to
modify the LCC objective function such that any design that allows more than 550 HUSP

is omitted, a penalty function must be added.
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The penalty function adds a penalty cost to the LCC of the system so that a
design that allows more than 550 HUSP costs an excessive amount of money and is
ignored by the optimization algorithm. So, an arbitrary high cost of $200,000 (where the
BCSCS has a LCC of approximately $27,000) is added to the cost of a system that exceeds
the minimum HUSP to ensure that any such system cannot be considered optimal. The

LCC objective function (Equation 5.4) is modified as follows:

(5.5)

The function /t(550, HUSP) returns 1 if 550 is less than HUSP and 0 if 550 is

greater than HUSP.

5.2 Optimization Results

At the time that this section was written, there were two different computers
with vastly different computing power available to complete the optimizations.
Therefore, an extra optimization using the LCC objective function was performed to
assess the advantages of using more up-to-date computing technologies for
optimization. This brings the total LCC optimizations performed to three. In the first two
optimization cases, the optimizations are performed on two separate computers with
identical optimization parameters and initial combisystem parameters. The third case is
identical to the first two (using a Pentium 4 computer) except that different initial
combisystem parameters are used. The first two cases use the BCSCS as initial points
and the third case uses the values of the parameters found in Table 5.2. These values

are arbitrarily chosen in order to purposefully create a relatively expensive starting
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point. The starting point is important because the PSO optimization algorithm relies on
the experience of each particle. The entire first population is generated at random
except for the initial point which is specified. Therefore, specifying an expensive starting
point ensures that an inexpensive solution is not guaranteed within the first generation.
The three optimization cases are referred to as follows:

LCC Case 1: Optimization using parameters detailed in Section 4.4.3 and using an
Intel core i7 processor with the BCSCS as an initial starting point.

LCC Case 2: Identical to LCC Case 1 except using a Pentium 4 processor instead of
an Intel core i7.

LCC Case 3: Identical to LCC Case 2 and using the same computer, except using
the initial starting point shown in Table 5.2.

Table 5.2 Initial values for the LCC optimization of the BCSCS

Variable LCC Case 1 LCC Case 2 LLC Case 3
Number of solar collectors 4 4 4
Collector slope (Degrees) 45 45 20
Collector fluid flow rate

(Keg/hr/m”cpector) 10 10 10

DHWT volume (L) 300 300 500

RFT volume (L) 300 300 3000
DHWT auxiliary power (KW) 1 1 2
RFT auxiliary power high (KW) 2 2 4
RFT auxiliary power low (KW) 4 4 8

Table 5.3 shows the results of the three optimizations in terms of optimal values
of each variable obtained as well as the minimum LCC obtained. For comparison, the
parameters of the BCSCS and the reduction of LCC from the BCSCS are included in Table

5.3.
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Table 5.3 Combisystem configurations for BCSCS and LCC optimal combisystem

Variable BCSCS LCC Case 1 LCC Case 2 LCC Case 3
Number of solar collectors 4 2 2 1
Collector slope (Degrees) 45 67 67 57.5
Collector fluid flow rate
9.1 20 20 20
(Kg/hr/mzcollector)
DHWT volume (L) 300 100 100 100
RFT volume (L) 300 300 300 300
DHWT auxiliary power (KW) 1 0.5 0.5 0.5
RFT auxiliary power high
(KW) 2 2.4 2.4 3
RFT auxiliary power low (KW) 4 0.5 0.5 0.5
LCC ($) 26,628 22,408 22,408 21,461
Reduction of life cycle cost 3 16% 16% 19%

from base case

The optimization that obtained the lowest LCC is LCC Case 3, with a LCC of

$21,461. In Table 5.3 it can be seen that in terms of the physical parameters of the

combisystem such as the number of solar collectors and the volumes of each tank,

smaller combisystems have a smaller LCC. The values found for the number of solar

collectors and tank volumes tended towards the lower end of the permissible range if

not the minimum. These results are not surprising since it can be seen from Table 5.1

that these parameters have a large influence on the LCC of the system. However, a

difference is observed between the optimal number of solar collectors found by the

optimizations with different starting points. The optimizations using the BCSCS as initial

parameters concluded that the combisystem with the lowest LCC has two solar

collectors while the optimization using an arbitrary expensive combisystem as a starting

point (LCC Case 3) has one solar collector for the optimal solution. The result is a

decrease in LCC of $947 compared to the solution using the BCSCS as a starting point

and different

v al

ues for

t he

RFT

auxi



This shows that although LCC Case 1 and LCC Case 2 managed to find the exact same
solution, they both became stuck in a local minimum. LCC Case 3 was successful in
determining that the smallest number of solar collectors and tank sizes possible would
yield the lowest LCC. However, the difference in LCC between the three optimal cases is
relatively small and, considering the life cycle is 40 years, practically insignificant.

The optimal collector slope is found to be 58°, which is higher than the 45° slope
of the BCSCS. However this is not surprising since although 45° is an ideal slope for
maximal year round solar radiation collection in Montreal, a higher slope is better suited
for the combisystem since more heat is required during the winter time when the sun is
lower in the sky and very little heat is required during the summer when the sun is high
in the sky.

The optimal collector fluid flow rate is found to be more than twice the flow rate
of the BCSCS. Leckner (2008) selected an arbitrary flow rate of 9.1 kg/hr/mzcc,”ectOr which
is below the low end of the range recommended by the manufacturer, which is 19.2
kg/hr/ mzconector. The optimal flow rate is found to be right at the low end of the
recommended flow rate at 20 kg/hr/ mzconector. All three optimizations conducted found
the same result for collector fluid flow rate.

The optimal tank auxiliary power inputs are also quite different from the base
case combisystem. One would expect that the power inputs would be increased in order
to account for the smaller solar collector area in the optimal case (1 in optimal case vs. 4
of BCSCS) however the optimal power input for the DHWT is set at the minimum of the

range provided to the algorithm at 0.5 kW. The total auxiliary input for the RFT is
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decreased from a total of 6 kW to 3.5 kW. In the BCSCS, there are two inputs of 2 kW
and 4 kW, respectively, but for the optimal case the 2 kW input is increased to 3.0 kW
and the 4 kW input is decreased to the minimum of 0.5 kW. The radiant floor heating
system still operates within the acceptable limits of thermal comfort defined in Section
5.1.1 with an HUSP of 547, where the maximum HUSP is 550 hours. A difference is also
observed between the power requirements for the optimal solutions found in LCC Case
1 and LCC Case 3. A lower number of solar collectors require a higher auxiliary power
input to maintain the temperatures in the house for a reasonable amount of hours. In
either case it is shown that the BCSCS auxiliary power input is oversized for the
application.

Figure 5.1 shows the breakdown of the LCC for the BCSCS and the optimal
solution found in LCC Case 3. Here it can be seen that for the BCSCS, the majority of the
LCC, 50%, comes from the initial cost of the combisystem. The smallest portion of the
LCC for the BCSCS comes from the annual energy costs which account for only 17% of
the total LCC. In the optimal solution found in LCC Case 3, the initial and replacement
costs are decreased whereas the annual energy cost is increased, resulting in a more
balanced cost breakdown where each of the three portions represent approximately
one third of the total LCC. The optimal solution found in LCC Case 3 managed to
decrease the total LCC by $5167 compared to the BCSCS. This represents a 19%

difference from the BCSCS.
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Base Case Solar Combisystem, LCC Case 3 Optimal,
LCC = 526,628 LCC = 521,461

Energy cost,
$4,437, 17% Energy cost,

Initial cost,
$6,445, 30%

$8,060, 38%

Initial cost,
$13,302, 50%

Replacement Replacement
cost, $8,889, cost, $6,957,
33% 32%

Figure 5.1 Comparison of life cycle cost breakdown for BCSCS and LLC Case 3 Optimal

However, if the performance of the optimal combisystem is examined in terms
of annual energy use and solar fraction, the optimal solution proves to be inferior to the
BCSCS. Figure 5.2 shows the electricity consumption of the BCSCS as well as the optimal
solutions found by LCC Case 1 and LCC Case 3. For comparison purposes, the

corresponding LCC is also presented in Figure 5.2.
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Figure 5.2 Annual site electricity use of BCSCS and optimal solutions for LCC
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It can be seen that as the LCC of the combisystem decreases, the amount of
electricity used by the combisystem increases. Therefore one can achieve more cost
savings with a combisystem by reducing the size of the system rather than reducing the
amount of auxiliary electricity use of the system. The increase in electricity use for
smaller combisystems can be attributed to less solar radiation being converted into
useful heat and, in the case of the DHW electricity use, a smaller auxiliary power input
being run for longer periods of time.

Another useful performance indicator for solar combisystems is the solar
fraction. Solar fraction refers to how much solar energy is being utilized compared to
the house thermal loads whereas energy use of a combisystem gives a good indication
as to how much purchased energy is being saved compared to the house without a

combisystem (Duffie and Beckman 2006). Solar fraction is defined as:

— (Duffie and Beckman 2006) 5.6

where:

5.7

And:
House thermal loads [kWh];
= Auxiliary energy use [kWh];
= Solar energy delivered [kWh].
The solar energy delivered in this case is determined using the inlet and outlet

temperatures of the heat exchanger from the solar loop in each of the storage tanks and
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the mass flow rate of the collector fluid flowing through each tank respectively. The

integral is taken over a year to convert from units of power to units of energy and the

equation is multiplied by a factor of 3600 to convert from kJ to kWh.

where:

" = Mass flow rate of collector fluid [kg/hr];

5.8

Cp,collector = Specific heat capacity of the collector fluid [ki/kg/°C];

AT oliector fluid = Temperature difference between the inlet and outlet

temperatures of the collector fluid in the heat exchangers of the storage tanks

[°C].

Table 5.4 shows the auxiliary energy used, solar energy delivered and solar

fraction for the BCSCS as well as the LCC optimized combisystem.

Table 5.4 Solar fraction of BCSCS and LCC optimized combisystem

BCSCS LCC 3 optimized
Auxiliary energy (kWh) 3645 5313
Solar energy delivered (kWh) 3820 1935
Solar fraction 0.51 0.27

Here it can be seen that not only does the combisystem deliver less solar heat to

the storage tanks as expected due to the decrease in number of solar collectors, but

with respect to total amount of energy consumed in the house, the solar energy makes

up a much smaller fraction compared to the BCSCS. The solar fraction drops by nearly

50% with the combisystem optimized for minimal LCC. This is further evidence that a

decrease in performance of the combisystem is a consequence of selecting a system

with minimum LCC.
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5.3 Sensitivity Analysis

A sensitivity analysis is performed around the optimal solution found by the LCC
Case 3 optimization. The analysis is performed by modifying each variable, one by one,
by a certain step size while keeping all the other variables constant. Table 5.5 shows the
LCC of each of the simulations performed during the sensitivity analysis. Each variable
has two rows, the first showing the value of the variable used while keeping all the
other variables constant at the optimal solution, and the second showing the
corresponding LCC obtained. Each column represents one step away from the optimal
solution for the variable shown in the corresponding row. For example, the cell in Table
5.5 Il ocated in the row | abeécblendlabélladu mber of
“Step 1 above” shows the LCC of a system w
equal to those found in Table 5.3 for LCC Case 3 except for the number of solar
collectors which is one step size up from the optimal configuration, or in this case, two
collectors. For the number of solar collectors, tank volumes, the DHWT auxiliary power
and the RFT auxiliary power low variables, the optimization found that the optimal
values are the lowest permissible values given by the range assigned to the variable.
Therefore, the sensitivity analysis only tests configurations with values above the
optimal solution configuration for these variables. For the remaining variables, values
above and below the optimal value found are tested. For configurations that trigger the

penalty function, the notation of * N/A’ i s
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Table 5.5 Sensitivity analysis results around LCC Case 3 optimal solution

Step 2 Step 1 Optimal Step 1 Step 2 Step 3 Step 4
below below solution above above above above
Value - - 1 2 3 4 5
Number of solar collectors
LCC - - 21,462 22,693 24,130 25,832 27,218
Value 56 57 58 59 60 - -
Collector slope (Degrees)
LCC 21,464 21,465 21,462 21,462 21,463 - -
Collector fluid flow rate Value 16 18 20 22 24 - =
(Kg/hr/m’gjector) LCC 21,462 21,463 21,462 21,461 21,461 - -
Value - - 100 200 300 400 500
DHWT volume (L)
LCC - - 21,462 21,978 22,493 23,009 23,524
Value -- -- 300 400 500 600 700
RFT volume (L)
LCC - - 21,462 21,978 22,493 23,009 23,524
. Value - - 0.5 1.0 1.5 2.0 2.5
DHWT Auxiliary power (kW)
LCC - - 21,462 21,471 21,472 21,480 21,490
o . Value 2.0 2.5 3 3.5 4.0 - -
RFT auxiliary power high (kW)
LCC N/A N/A 21,462 21,644 21,793 - -
. Value - - 0.5 1.0 1.5 2.0 2.5
RFT auxiliary power low (kW)
LCC - - 21,462 21,487 21,500 21,513 21,526

70




The LCC of the solution using all the same values for each variable as those found
in LCC Case 3 except the collector fluid flow rate, which is set at 1 step above the
optimal found in LCC Case 3, is found to be $1.00 less expensive than the optimal
solution found in LCC Case 3. This is likely due to rounding errors in the numerical

calculations and is insignificant.

5.4 Algorithm Performance

In addition to the three optimizations performed using the LCC objective
function, a fourth optimization was performed with slightly different algorithm
parameters. In the study conducted by Wetter (2009), two different PSO-HJ algorithms
were tested: one with a constriction gain of 0.5 and one with a constriction gain of 1.
The results showed that the algorithm using a constriction gain of 1 increases the odds
of finding a global optimum by ensuring that the particles do not cluster early in the
search. This increased algorithm performance, however, comes at the cost of a greater
number of simulations, typically 3 to 4 times more. Therefore, the fourth optimization is
used to test if similar results can be achieved and if the increased accuracy is worth the
greater number of simulations required. The constriction gain is changed from 0.5to 1
and the number of particles is increased from 15 to 25. But, in order to not increase the
number of simulations required by too much, the number of generations required is
reduced from 50 to 40. All other algorithm parameters remain the same.

Table 5.6 shows the optimal LCC and the number of simulations required for
each of the four optimizations completed as well as the breakdown of the number of

simulations required for the hybrid optimization algorithm, the PSO portion and the HJ
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portion, respectively. Additionally, computing time is shown since two different
computers with different computing power are used. The first three optimizations are
labelled as in Table 5.2 and the fourth is labelled as follows:

LCC 4: Identical to LCC Case 1 except using a constriction gain of 1 instead of 0.5,
an increased number of particles, decreased number of generations, and performed on
the Intel core i7 computer.

Table 5.6 Algorithm performance for LCC optimizations

LCC Case 1 LCC Case 2 LCC Case 3 LCC Case 4
Intel core i7 @ Intel Pentium 4 Intel Pentium 4 Intel core i7 @
2.93 Ghz, 4 2.93 Ghz, 4
Computer Processor @ 3.00 Ghz, 1 @ 3.00 Ghz, 1
cores, 8 GB of GB of RAM GB of RAM cores, 8 GB of
RAM RAM
Total computing 70:27:54 339:55:52 316:11:41 137:19:31
time (hr:min:sec)
Average time per 10.5 50.7 41.7 7.9
simulation (min)
Total number of
simulations 402 402 455 1037
performed
PSO number of
simulations 295 295 306 890
performed
HJ number of
simulations 107 107 149 147
performed
LCC (S) 22,408 22,408 21,461 22,408

The large decrease in computing time for the Intel core i7 processor used in LCC
Case 1 and LCC Case 4 is attributed to the faster computing speed of the processor as
well as their ability to run several simulations at the same time. The core i7 processor is
a quad core processor. Each core is capable of running one simulation on its own and
since the core i7 processor has 4 cores, it is possible to run 4 simulations simultaneously.

However, the algorithm is only capable of running simultaneous simulations as long as
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they are within the same generation. The HJ portion of the hybrid algorithm is not
capable of running simultaneous simulations since each simulation depends on the
results of the previous one. Although the LCC Case 1 and LCC Case 2 optimizations
require the same number of simulations, LCC Case 2 took over 480% more computing
time due to the slower processor speed and fewer processor cores.

Modifying the constriction gain to 1 instead of 0.5 (LCC Case 4) produces the
same optimal solution as LCC Case 1 and LCC Case 2 however it requires more than
twice the number of simulation calls to complete. The reason for this is that the
constriction gain controls how close together each particle is allowed to be and a higher
constriction gain forces the particles to stay further apart. This causes the algorithm to
make more simulation calls because it cannot reuse simulation results since the results
do not cluster on the mesh. For the optimization presented in this thesis, it is more
effective to use a smaller constriction gain in order to minimize the amount of
computing time required since using a higher constriction gain does not necessarily yield
better results.

In order to determine the effectiveness of using a hybrid algorithm instead of
using a PSO algorithm on its own, the results of the best optimization (LCC Case 3) are
broken down by algorithm portion. Table 5.7 shows the optimum combisystem variables
obtained at the end of the PSO portion of LCC Case 3 and at the end of the HJ portion,
which is equivalent to the end of the optimization. The PSO portion of the algorithm

converged far from the optimal solution, in terms of LCC and optimum variables, found
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at the end of the hybrid algorithm. It even converged far from the optimal compared to

the BCSCS.

Table 5.7 Combisystem parameters after each section of the hybrid algorithm for LCC

Case 3
Variable Initial values End of PSO End of HJ algorithm
algorithm
Number of solar collectors 4 1 1
Collector slope (Degrees) 20 15 58
Collector fluid flow rate
10 20 20
(Kg/hr/mzcollector)
DHWT volume (L) 500 400 100
RFT volume (L) 3000 2400 300
DHWT auxiliary power (kW) 2 2 0.5
RFT auxiliary power high
(kW) 4 4 3.0
RFT auxiliary power low (kW) 8 7 0.5
LCC ($) 42,914 34,562 21,461

Table 5.8 shows the optimum combisystem variables after each section of the

hybrid algorithm for LCC Case 1. Here it can be seen that the PSO portion of the

algorithm, despite converging to a local minimum, still managed to find a much better

solution than when the starting point is made more expensive as in LCC Case 3.

Although LCC Casel was able to converge at a lower LCC after the PSO algorithm for LCC

Case 3, the HJ portion of the algorithm is much more effective for LCC Case 3. The

difference between the LCC of the combisystem after the PSO portion and after the HJ

portion of the algorithm is $13,101 and $1,376 for LCC Case 3 and LCC Case 1

respectively. In both cases the HJ portion of the algorithm improved the LCC of the

combisystem by a substantial amount; but, in LCC Case 3, the bulk of the optimization

was completed in the HJ portion.
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Table 5.8 Combisystem parameters after each section of hybrid algorithm for LCC Case

1
. Initial particle End of PSO .
Variable (BCSCS) algorithm End of HJ algorithm
Number of solar collectors 4 2 2
Collector slope (Degrees) 45 45 67
Collector fluid flow rate
9.1 50 20
(Kg/hr/mzcollector)
DHWT volume (L) 300 300 100
RFT volume (L) 300 300 300
DHWT auxiliary power (kW) 1 1 0.5
RFT auxiliary power high
(kW) 2 2.5 2.4
RFT auxiliary power low
(KW) 4 4 0.5
LcC ($) 26,628 23,784 22,408

Figure 5.3 shows the progression of the LCC during the optimization for LCC Case
3 and Figure 5.4 to Figure 5.9 show the evolution of each variable during the
optimization for LCC Case 3. The spikes in LCC seen during the HJ portion of the
optimization are attributed to the penalty function, where a change in one of the
parameters results in an HUSP over the maximum allowable thus triggering the addition
of $200,000 to the LCC. These spikes also shows how the HJ algorithm keeps pushing the
solution closer to the limits of thermal comfort until the limits are exceeded, and then it
backs up and pushes it back towards the limit with smaller step sizes and so on. It is
apparent in the PSO section that the swarm is beginning to converge towards a solution
around simulation call number 150, where one simulation call represents one particle
for one generation. However, the initial population (i.e. generation 1), which is

produced at random, did not produce a particle near the optimal solution (found at the
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end of the optimization) and thus no particle in the swarm was able to steer the rest of

the swarm towards a more optimal solution.
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Figure 5.3 Evolution of LCC during optimization of LCC (LCC Case 3)

The evolution of the objective function is similar to the trend presented by Lee

and Cheng (2012), who used the same optimization algorithm to optimize the efficiency

of a chilled water system.
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Figure 5.4 Evolution of number of solar collectors during optimization of LCC (LCC Case 3)
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Figure 5.9 Evolution of collector fluid flow rate during optimization of LCC (LCC Case 3)

The number of solar collectors, seen in Figure 5.4, remains constant after the
PSO portion of the algorithm is completed since this variable is the only variable set as
discrete and the HJ portion of the algorithm does not change variables that are set as
discrete. This way, the optimization would not produce an end result that uses a fraction
of a solar collector. However, this shows a limitation of using the hybrid algorithm: all

discrete variables remain constant after the end of the PSO portion.
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During the PSO portion, the number of solar collectors varies significantly more

than the other variables. The reason fo
velocity gain discrete”. This parameter
gain continuous”, whi calowsithe velsciids of discretdd . 5 .

variables to be significantly higher, on average, than continuous variables.

The importance of the hybrid algorithm can be seen in Figure 5.5 to Figure 5.8.
When the algorithm switched to the HJ portion, the variables are incrementally changed
until they converge at a more optimal solution. In the case of LCC Case 3, they end up
quite far from the values obtained by the PSO portion.

The evolution of each variable observed during optimization for LCC Case 1 and
LCC Case 4 can be found in Appendix A. In the case of LCC Case 1 it can be seen that,
although the PSO portion converged much closer to the optimal solution, the HJ portion
still makes significant improvements to several variables during the optimization.

In the case of LCC Case 4, the PSO portion of the algorithm is significantly more
chaotic, as is expected by the increase in constriction coefficient. The variables do not
show any sign of convergence before the algorithm switches from PSO to HJ except for
the RFT volume. The algorithm successfully determined that smaller RFT volumes
produce a lower LCC but the high constriction gain prevented the variable from
converging so after approximately 100 simulations the RFT volume remained below 15
000 litres. However, despite the non-convergence of the variables during the PSO

portion of the algorithm, the final solution chosen by the PSO portion of the algorithm is
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similar to the solution chosen by the PSO portion of the algorithm during LCC Case 1,

with a LCC of $24 191.

5.5 Conclusions

The life cycle cost (LCC) of the base case solar combisystem (BCSCS) is calculated
as the sum of the initial cost of the combisystem equipment, the replacement costs of
this equipment over the 40 year life of the house and the operating energy cost over the
40 years of operation of the combisystem. The LCC of the BCSCS is found to be: $26,628.
The LCC optimized combisystem has a LCC of $21,461. In terms of cost distribution, 50%
of the LCC of the BCSCS is attributed to initial costs whereas for the LCC optimized
combisystem the LCC is more evenly distributed between initial cost, replacement costs
and operating costs.

The LCC optimized combisystem uses the smallest collector size and tank
volumes allowed by the optimization constraints (2.34 m?, 300 L RFT, 100 L DHWT). The
collector slope of the LCC optimized combisystem is set at 57.5°, which is 12.5° steeper
than the latitude of Montreal (45°) in order to take advantage of the lower winter sun.

The LCC optimized combisystem uses significantly more electricity as the BCSCS
due to the smaller collector area (5331 kWh vs. 3667 kWh) and also has a solar fraction
which is almost half of the BCSCS (0.27 vs. 0.51). This is due to the inexpensive price of
electricity in Quebec.

In terms of algorithm performance, the particle swarm optimization (PSO)
portion of the hybrid algorithm is able to take advantage of multiple core computer

processors to run simultaneous simulations in order to significantly decrease
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computation time for optimization. An optimization run on a single core processor can
take up to 480% more computing time than the same optimization run on a more
modern four core processor. The hybrid algorithm was effective at finding an optimal

solution as shown by a sensitivity analysis around the optimal solution.
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6LIi fe Cycle Energy

6.1 Objective Function

The life cycle energy (LCE) objective function contains two separate parts: 1) the
embodied energy of the equipment and the replacement equipment and 2) the
operating energy use over the life cycle of the house. The energy used to dispose of the
equipment is disregarded since there is insufficient information available for disposal

energy of this kind of equipment in current literature.

6.1.1 Embodied Energy

The embodied energy of the solar combisystem can be problematic to estimate.
Certain details are difficult to obtain with high accuracy such as:

material type and quantities used;
location of manufacturing;

methods of manufacturing;
transportation method and distance;
primary energy considerations.

Presently, only a few studies have attempted to determine an accurate value for
the embodied energy of solar combisystems. Therefore, average values of primary
embodied energy from different studies for similar equipment are used whenever such
data is available. When such data is not available in the published literature, the

materials used to fabricate the component are estimated and the embodied energy is
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calculated from the quantities of materials used. Furthermore, as the size of certain
components increase (e.g. tank volume), often different materials are used for larger
tanks or different manufacturing techniques are employed. Therefore average values for
different sized tanks are used to obtain a correlation for embodied energy versus tank
volume. This is not necessarily the most accurate representation of embodied energy
for every tank size but rather a tool to estimate the embodied energy of the tanks to
compare the effects of different tank sizes on life cycle energy use.

For the solar collectors, several factors are taken into account for embodied
energy including the energy of the collector materials, the energy required for
transportation, the energy of the materials for the pipes connecting the solar collectors
on the roof to the tanks in the basement, and also the energy embodied in the glycol
fluid. Table 6.1 shows a summary of the embodied energy of flat plate collectors from
current literature. The data in this table represents only the embodied energy for the

solar collectors and does not include the shipping or piping.

Table 6.1: Embodied energy of flat plate solar collectors in literature

E ied E
Area of Collectors | Embodied Energy mbodzled nergy
2 (kWh/m* of collector Source
(m”) (kwh)
area)
1.4 740 548 Kalogirou 2009
2.13 976 458 Ardente 2005
2 1,000 500 Gurzenich 1998
98.4 74,167 754 Gurzenich 1998
5 1,780 356 Streicher 2004
5 2,398 480 Streicher 2004
AVERAGE 516

For the embodied energy associated with the shipment of the new solar

collectors to Montreal, Quebec, it is assumed that the collectors are manufactured in
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Holzminden, Germany in order to stay consistent with the data obtained by Leckner
(2008). The transportation energy assumes a shipping weight of 52 kg for each collector
and that the collectors travel by boat and by truck, where the embodied energy of these
modes of transportation are assumed to be 0.0875 and 0.4306 kWh/ton/km for boat
and truck transportation, respectively (Leckner 2008). The total embodied energy from
shipping is 50 kWh/collector. For the collector fluid pipes between the solar collectors
and the storage tanks, the embodied energy is based on 25 m of piping between the
collectors and the tanks plus 0.5 m extra per collector. The pipes have a constant
diameter and are assumed to be made of copper which has an approximate embodied
energy of 27 kWh/m (Leckner 2008). Therefore, given the length of the pipes, the
embodied energy can be calculated as:

(6.1)

where:

EEpipes = Embodied energy of pipes, [kWh]

Neotector = Number of solar collectors (2.74 mz/collector).

Furthermore, the amount of glycol used in the system depends on the number of
solar collectors used as well. Using the embodied energy value for propylene glycol of
77.4 MJ/kg, or 21.5 kWh/kg (Ardente 2005), the total embodied energy of the glycol
[kWh], based on the number of solar collectors, each having an area of 2.74 m? can be
calculated as:

(6.2)
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The total embodied energy, in kWh, for a flat plate solar collector system, then,

can be calculated as:

(6.3)

The life cycle energy of the solar collectors considers not only the embodied
energy of the initial installation, but also the embodied energy of the replacement
equipment as well. It is assumed that the solar collectors need to be replaced after 25
years of operation while the glycol is replaced every 3 years and the pipes are not
replaced over the 40 year life of the house. Therefore, the LCE of the solar collectors can

be calculated as follows:

(6.4)
[ ]

where EE .pco is the embodied energy, in kWh, of the solar collectors including

replacement equipment over 40 years. Equation 6.4 can be simplified as:
(6.5)

The embodied energy of the storage tanks is more difficult to estimate. Table 6.2
shows a summary of estimates of embodied energy for storage tanks of various sizes
found in literature. Several other studies examined the embodied energy of solar hot
water storage tanks as a component within a solar collector system; however, they do
not supply enough information in order to isolate the embodied energy of only the
storage tank component specifically (Crawford & Treloar 2004, Battisti & Corrado 2005,

Kalogirou 2009). Another problem is that of the studies that do isolate the embodied
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energy of the storage tanks, none examine a storage tank with a capacity larger than
160 liters except for Hugo (2008).

Table 6.2 Literature summary of embodied energy of water storage tanks

Total Embodied Total Em.bodied Energy
Tank volume (L) Energy (kWh) per Litre of Tank Source
(kWh/L)
100 427.8 4.3 Gurzenich 1998
135 422.5 3.1 Gurzenich 1998
160 1146.4 7.2 Ardente 2005
38600 18923.9 0.5 Hugo 2008

Therefore, in order to fill the gap between small tank sizes and large tank sizes in
terms of embodied energy, several larger tank models are examined to determine their
embodied energy based on an estimation of the materials used to manufacture the
tanks. There exist several different types of tank constructions including: aluminum
tanks with an EPDM lining, stainless steel tanks, or mild steel tanks that make use of a
vitreous enamel coating as well as sacrificial anodes to prevent corrosion. Due to the
lack of information regarding the embodied energy of vitreous enamel coatings, and
due to the fact that tank manufacturers often use their own proprietary coatings, the
tank types that use this as a corrosion inhibitor are ignored in this study.

For stainless steel tanks it is assumed that main body is constructed out of 6.0
mm stainless steel. The main body is then wrapped with 75 mm of rigid
polyisocyanurate foam insulation and this assembly is covered with a painted 0.5 mm
steel cover plate.

For the aluminum tanks, it is assumed that the body is made of a 0.8 mm

aluminum sheet that is lined with a 1.1 mm thick EPDM membrane. Between the
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aluminum and the EPDM membrane is a layer of 75 mm rigid polyisocyanurate foam
insulation.

Using these dimensions as well as the material densities and embodied energy
coefficients found in Table 6.3, the embodied energy for different tank sizes is found
based on tank dimensions from several solar water storage tank manufacturers
(SunMaxx Solar 2011, Edwards 2011). Also, the embodied energy of the copper heat
exchanger is added to the total. An additional 10% of the total embodied energy is
added to account for miscellaneous fixtures, fittings, or other minor assembly items that
are not accounted for in the general dimensions of the tank.

Table 6.3 Density and embodied energy coefficients for typical solar hot water storage
tank materials

Material Density (kg/m?) Embodied energy (MJ/kg)
Aluminum 2700 207 (Yang 2005)
Polyisocyanurate 40 70 (Kibert 1999)

EPDM 860 183 (Scheuer, et al. 2003)
Copper 8940 48.7 (Yang 2005)
Stainless Steel 7740 16.3 (Yang 2005)
Steel 7850 28.8 (Yang 2005)

Quebec and Ontario account for approximately 71% of manufacturing sales in
Canada (Statistics Canada 2011). Therefore, it is assumed that the storage tanks are
manufactured within a 1000 km radius of Montreal, since many locations within this
distance host healthy manufacturing industries and hot water storage tanks are a fairly
common technology. Therefore, the embodied energy associated with shipping the
storage tanks is calculated assuming the tanks are shipped to Montreal by truck from a
distance of up to 1000 km. The shipping weight is calculated as 125% of the weight of

the materials and the embodied energy of truck transportation is assumed to be 0.4306
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kWh/ton/km (Leckner 2008). The embodied energy for transportation is added to the
total embodied energy of materials for each tank.

Figure 6.1 shows the embodied energy of various tank sizes calculated as well as
the embodied energy for the tanks shown in Table 6.2. A curve fit is added to the data
points to obtain a formula for the embodied energy of the storage tanks as a function of
tank volume. The embodied energy of the tanks is calculated as:

(6.6)
where:
The embodied energy of the DHWT or the RFT in terms of tank
volume [kWh];

The volume of the DHWT or the RFT [Liters].
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Figure 6.1 Embodied energy of various tank sizes

Embodied Energy (kWh)

In order to account for the replacement of the tanks every 15 years over the life

cycle of the house (40 years), Equation 6.6 is multiplied by a factor of 3. Then, the

88



embodied energy for the storage tanks including their replacements at years 15 and 30
is calculated as:
(6.7)

The remaining components of the combisystem include the collector fluid pumps
and the controller. These components are ignored for the embodied energy calculation
for two reasons: 1) there is insufficient information in literature and in product
specifications for these components to obtain a reasonable estimation of their
embodied energy; and 2) these components do not change along with the other

components such as the number of collectors or the volume of the storage tanks.

6.1.2 Operating Energy

The operating energy portion of the life cycle energy corresponds to the annual
auxiliary electricity use for the DHWT and the RFT combined with the annual electricity
used by the two collector fluid pumps. This value is multiplied by 40 in order to estimate
the amount of electricity that is used by the combisystem over the 40 year life cycle of
the house. Also, in order to convert the annual site energy used into primary energy
such that the inefficiencies of electricity production and transmission are also taken into
account, a primary electricity conversion factor, Fyrimary, is used. This factor takes into
account the energy mix in Quebec, the respective efficiencies of electricity generation
for each type of power plant, and transportation and distribution losses of 6%
(Zmeureanu and Wu 2007). Therefore, the life cycle operating energy, in kWh is

calculated as follows:
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[ ] (6.8)

where:

Forimary= 1.37 (Hugo 2008);

Equxrer= Annual auxiliary energy used by the RFT [kWh];
Eoux,onwr= Annual auxiliary energy used by the DHWT [kWh];

Epumps = Annual electricity used by the collector fluid pumps [kWh].

6.1.3 Life Cycle Energy
The life cycle energy objective function is the sum of the embodied energy of all
the components of the combisystem including the replacement components and the life

cycle operating energy. Therefore, the objective function is:

(6.9)

In order to ensure that the optimal solution in terms of LCE conforms to the
same thermal comfort standards as presented in the LCC objective function, the penalty
function used in the LCC objective function is also used for the LCE object function.

Therefore, the LCE objective function becomes:

(6.10)

6.2 Optimization Results
For the LCE optimization, a similar process to the LCC optimization is performed,
where two separate starting points are used in two separate optimizations, but in this

90



case no additional optimizations are performed. The first starting point, as in the LCC
optimization, is the BCSCS and the second is an arbitrarily selected configuration that
produces an expensive system in terms of LCE. Table 6.4 shows the starting points of the
two LCE optimizations. The two LCE optimizations use the same optimization
parameters detailed in Section 4.4.3 and are both performed on the same computer.
However, a different computer than the LCC optimizations is used. The LCE
optimizations are performed on an Intel Xeon 6-core processor and are referred to as
follows:

LCE Case 1: Optimization to minimize LCE using the BCSCS as an initial starting
point and using an Intel Xeon processor.

LCE Case 2: Optimization to minimize LCE using a starting point shown in Table
6.4 and using an Intel Xeon processor.

Table 6.4 Initial values for the LCE optimization of the BCSCS

Variable LCE Case 1 LCE Case 2
Number of solar collectors 4 20
Collector slope (Degrees) 45 25
Collector fluid flow rate (Kg/hr/m’ciector) 10 70
DHWT volume (L) 300 700
RFT volume (L) 300 25000
DHWT auxiliary power (KW) 1 2.5
RFT auxiliary power high (KW) 2 4
RFT auxiliary power low (KW) 4 7.5

Table 6.5 shows the results of the two LCE optimizations. The values of each
variable obtained in the optimal solutions are shown as well as the values of the BCSCS
for comparison. Also, the LCE and the reduction in LCE from the BCSCS for each optimal

solution obtained are shown.
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Table 6.5 Combisystem configurations for BCSCS and LCE optimal combisystem

Variable BCSCS LCE Case 1 LCE Case 2
Number of solar collectors 4 9 9
Collector slope (Degrees) 45 69 75
Collector fluid flow rate (Kg/hr/m’ciector) 9.1 10 13.75
DHWT volume (L) 300 100 100
RFT volume (L) 300 300 300
DHWT auxiliary power (KW) 1 0.56 0.75
RFT auxiliary power high (KW) 2 1 0.5
RFT auxiliary power low (KW) 4 0.5 3
Life cycle energy (kWh) 228,475 150,727 150,350
Reduction of life cz::z energy from base 3 349% 349%

The results of the two LCE optimizations (case 1 and case 2) show somewhat
different values for some variables such as collector tilt (69 vs. 75 degrees), collector
fluid flow rate (10.00 vs. 13.75 kg/hr/m2), DHWT auxiliary power (0.56 vs. 0.75 kW), RFT
auxiliary power high (1 vs. 0.5 kW) and RFT auxiliary power low (0.5 vs. 3 kW). However,
the difference between these two configurations in terms of LCE is negligible. Both
cases still manage to reduce the LCE of the BCSCS by 34%.

The biggest difference from the BCSCS is the number of solar collectors. For the
LCE optimal solution, the optimal number of solar collectors is found to be nine in both
cases. The optimal RFT volume is found to be 300 | while the optimal DHWT volume is
found to be 100 I. This is the same result as the LCC optimization, where the smaller
tank volumes result in a lower LCC and a lower LCE.

Figure 6.2 shows the breakdown of the LCE of the BCSCS as well as the optimal
configuration found by LCE Case 2. The LCE is divided into life cycle operating energy

and embodied energy of initial equipment and replacement equipment.
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Base Case Solar Combisystem,
LCE = 228,475 kWh

_—— Embodied
energy, 27,364

Life cycle
operating
energy, 201,112
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LCE Case 2 Optimal,
LCE = 150,350 kWh

Embodied

energy,
43,851 kWh
(29%)

Life cycle
operating
energy,
106,499 kWh
(71%)

Figure 6.2 Comparison of life cycle energy breakdown for BCSCS and LCE Case 2

It can be seen that for the optimal LCE configuration, a greater emphasis is

placed on the embodied energy compared to the BCSCS. The increase in the number of

solar collectors increases the embodied energy but reduces the operating energy by a

significant amount, which changes the proportion of embodied energy to operating

energy over the life cycle of the house. The annual combisystem site electricity use for

the BCSCS and the optimal solutions found by the LCE case 1 and 2 optimizations can be

seen in Figure 6.3. It can be seen that in order to optimize for LCE it is best to reduce the

annual electricity use of the combisystem. For the LCE Case 1 and Case 2 optimizations,

a reduction in annual combisystem electricity use of nearly 50% is achieved which

results in a reduction of 34% for the LCE of the system. This result is further

demonstrated in Table 6.6, where the solar fraction of the BCSCS and the LCE Case 2

optimized combisystem are shown.
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Figure 6.3 Annual electricity use of BCSCS and the LCE optimal configurations
The increase in the number of solar collectors from four to nine and the
subsequent increase in delivered solar energy and decrease in auxiliary electricity use
results in a solar fraction increase of 0.23.

Table 6.6 Solar fraction of BCSCS and LCE optimized combisystem

BCSCS LCE Case 2 optimized
Auxiliary energy (kWh) 3684 1889
Solar energy delivered (kWh) 3820 5456
Solar fraction 0.51 0.74

6.3 Sensitivity Analysis

A sensitivity analysis is performed around the optimal solution found by LCE Case
2. The same procedure as outlined in Section 5.3 is used. Table 6.7 shows the results of
the sensitivity analysis where the LCE is shown for each different alternative around the
optimal solution. The step sizes used in the sensitivity analysis around the LCC optimal
solution are used for this analysis as well.

In the case of the DHWT auxiliary power variable, the optimal solution has a
value that is less than one step size above the minimum allowed. Therefore an

exception was permitted in this case for the value of the variable to go below the
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minimum acceptable value for this variable in order to preserve the step size of the
sensitivity analysis. For configurations that triggered the penalty function, the objective
function value is listed as N/A.

Based on the results of the sensitivity analysis, the optimal solution found by the
hybrid algorithm (with nine collectors and LCE=150,474 kWh) was near the global
optimum (with 12 collectors and LCE=148,911 kWh) but did not quite find it. More solar
collectors than previously thought are required to minimize the LCE of the combisystem.
The sensitivity analysis was allowed to go more than two steps beyond the solution
found by LCE Case 2 in order to see how far from the global optimum it was. The
reduction in LCE from the LCE Case 2 optimal solution peaks at 12 solar collectors. A
system using 12 solar collectors has a LCE that is approximately 1% lower than the
system that uses 9 solar collectors. This represents only a negligible improvement on
the previous optimal solution found by the algorithm however it does further
demonstrate the limitations of setting the number of solar collectors variable as discrete
because PSO portion stopped at 9 collectors and the HJ portion used 9 as fixed value
without having the opportunity to improve it. If the variable was set as continuous it
likely would have settled on a higher number of solar collectors. Modifying the
remaining variables showed only increases in LCE for the combisystem, with the most
sensitive variable (that does not trigger the penalty function) being the RFT auxiliary
power high. Increasing the value of this variable from 0.5 kW to 2.5 kW increases the
LCE of the combisystem by just over 42%. This suggests that perhaps only the lower

auxiliary heating element is required for the RFT.
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Table 6.7 Sensitivity analysis results around LCE Case 2 optimal solution

Step 2 Step 1 Optimal Step 1 Step 2 Step 3 Step 4
below below solution above above above above
Value 7 8 9 10 11 12 13
Number of solar collectors
LCE N/A N/A 150,474 149,485 149,092 148,911 149,457
Value 73 74 75 76 77 - --
Collector slope (Degrees)
LCE N/A 150,594 150,474 150,768 350,633 - --
Collector fluid flow rate Value 10 12 14 16 18 = =
(Kg/hr/m’ ector) LCE N/A N/A 150,474 N/A 151,176 - -
Value -- -- 100 200 300 400 500
DHWT volume (L)
LCE -- -~ 150,474 151,288 151,950 152,530 153,056
Value - - 300 400 500 600 700
RFT volume (L)
LCE -- -- 150,474 151,054 151,579 152,065 152,520
. Value -- 0.25 0.75 1.25 1.75 2.25 --
DHWT Auxiliary power (kW)
LCE -- N/A 150,474 150,457 350,485 150,655 --
. . Value - - 0.5 1.0 1.5 2.0 2.5
RFT auxiliary power high (kW)
LCE - - 150,474 169,511 185,724 202,555 214,344
- Value 2.0 2.5 3.0 3.5 4.0 - -
RFT auxiliary power low (kW)
LCE N/A N/A 150,474 153,465 155,402 - -
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6.4 Algorithm Performance

Table 6.8 shows the results of LCE Case 1 and LCE case 2 optimizations in terms
of simulation time and number of simulations required for each portion of the hybrid
algorithm. As mentioned earlier, the LCE optimizations were performed on a different
computer than all of the LCC optimizations. The computer used for LCE Case 1 and Case
2 uses an Intel Xeon processor with 6 cores at a speed of 2.4 GHz and 24 GB of RAM. It is
important to note that a computer error occurred during the LCE Case 1 optimization
which caused the optimization to pause for several hours. It is impossible to determine
the length of time that the optimization was frozen for however it is certain that it is less
than 12 hours. The computing time of LCE Case 1 is still shown in Table 6.8 despite the
error since it is still significantly lower than that of LCE Case 2.

Table 6.8 Algorithm performance for LCE optimizations

LCE Case 1 LCE Case 2
Computer Processor Intel Xeon @ 2.4 Ghz, 6 Intel Xeon @ 2.4 Ghz, 6
P cores, 24 GB of RAM cores, 24 GB of RAM
Total computing time 91:52:53* 182:50:33
(hr:min:sec)
Average time Per simulation 11.8 120
(min)
Total number of simulations 167 916
performed
PSO number of simulations 352 618
performed
HJ number of simulations 115 298
performed
LCE (kWh) 150,727 150,350

* Overestimation of up to 12 hours due to computer error
The total computing time for LCE Case 1, despite the overestimation, is

approximately half that of LCE Case 2, but both optimizations produced a combisystem
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configuration that have nearly identical LCE. For LCE Case 2, the PSO portion required
almost twice times as many simulations as LCE Case 1 (618 vs. 352) while the HJ portion
required nearly 3 times as many (298 vs. 115). Compared to the LCC optimizations,
which were performed on different computers, it was expected that the LCE
optimizations would, on average, require less time per simulation due to the increase in
processor cores from four (for the Intel Core i7) to six (for the Intel Xeon). However,
despite being able to run 6 simultaneous simulations during the PSO portion for the LCE
Case 1 and LCE Case 2 optimizations, the average time per simulation is higher than for
LCC Case 1 and LCC Case 4 optimizations. LCE Case 1 and LCE Case 2 averaged
approximately 12 minutes per simulation while LCC Case 1 required an average of 10.5
minutes per simulation and LCC Case 4 averaged 7.9 minutes per simulation (Table 5.6).
Factors that contribute to increased average time per simulations are higher ratio of
simulations in the HJ portion to simulations in the PSO portion and slower processor
speeds. Of the 916 simulations performed for LCE Case 2, only 67% were in the PSO
portion of the algorithm while for the 1037 simulations performed in LCC Case 4, 86%
were in the PSO portion. These factors seem to outweigh the benefits obtained from
more processor cores and more RAM.

The low proportion of simulations performed in the PSO portion of the algorithm
for LCE Case 2 occurred because the PSO portion of the algorithm stopped quite far
from the solution. Table 6.9 and Table 6.10 show the combisystem configurations at the
end of the PSO portion and the final configuration obtained by LCE Case 1 and LCE Case

2, respectively.
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Table 6.9 Combisystem parameters after each section of hybrid algorithm for LCE Case

1
Variable Initial particle Ear::o?:tl::r(\) aElgir?tfhﬂ
Number of solar collectors 4 9 9
Collector slope (Degrees) 45 45 69
Collector fluid flow rate
(Ke/ht/M cotecor) 10 >0 10
DHWT volume (L) 300 300 100
RFT volume (L) 300 400 300
DHWT auxiliary power (KW) 1.0 1.5 0.56
RFT auxiliary power high
(K‘\'Af’) & 2.0 2.0 1.0
RFT auxiliary power low (KW) 4.0 3.0 0.5
LCE (kWh) 228,193 215,078 150,727

Table 6.10 Combisystem parameters after each section of hybrid algorithm for LCE

Case 2
Variable Initial particle End of PSO End ?f HI
algorithm algorithm
Number of solar collectors 20 9 9
Collector slope (Degrees) 25 60 75
Collector fluid flow rate
(Ke/hr/mcotecor) 0 *0 1375
DHWT volume (L) 700 400 100
RFT volume (L) 25,000 11,600 300
DHWT auxiliary power (KW) 2.5 1.0 0.75
RFT auxiliary power high
(K‘\'Af) & 4 2.0 0.5
RFT auxiliary power low (KW) 7.5 5.0 3
LCE (kWh) 337,531 239,874 150,350

It can be seen that the major issue with the LCE Case 2 optimization is that the

RFT volume, which has the largest variable range, ended far from the optimal solution at

the end of the PSO portion, with a volume of 11,600 litres. The subsequent reduction

from 11,600 litres to 300 litres at the end of the HJ portion required a significant

amount of simulations to complete, and since this reduction occurred during the HJ

portion, each simulation was completed sequentially rather than utilizing the multiple
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processor cores to run simultaneous simulations, which results in increased

optimization run time. However, this is further evidence of the effectiveness of using

the hybrid algorithm as opposed to just a PSO algorithm, since the optimization still

managed to find the optimal solution.

Figure 6.4 shows the evolution of the LCE during the LCE Case 2 optimization,

while Figure 6.5 to Figure 6.10 show the evolution of the value of each parameter during

the same optimization. In Figure 6.6, it is clear how the PSO portion of the optimization

caused the RFT volume to converge to a high number while the HJ portion gradually

found the optimal solution. The evolution of the LCE and the value of each parameter

during the LCE Case 1 optimization can be found in the APPENDIX B.

800,000
700,000
600,000
—= 500,000
2
= 400,000
w
S 300,000
200,000
100,000
0

End of PSO portion
//
H
T v‘l M J A ‘_n.'
4y
0 200 400 600 800

Simulation Number

Figure 6.4 Evolution of LCE during the LCE Case 2 optimization
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6.5 Conclusions

The life cycle energy (LCE) of a solar combisystem consists of the embodied
energy in the initial and the replacement equipment over the life of the house and the
operating energy use over the life of the house. The total LCE use of the LCE optimized
combisystem is 150,350 kWh which is a 34% decrease from the BCSCS (228,475 kWh).
The embodied energy of the base case solar combisystem (BCSCS) consists of only 12%
of the total LCE use while the embodied energy of the LCE optimized combisystem
consists of 29% of the total LCE use.

The LCE optimized combisystem emphasizes the use of solar collectors by having
a total collector area of 24.6 m? (9 collectors), compared to the BCSCS which has an area
of 10.9 m? (4 collectors). The collector tilt is set at a much steeper 75° compared to 45°
for the BCSCS, in order to take advantage of the sun in the winter when the heating
demand is much higher. Like the LCC optimal configuration, the LCE optimal
combisystem uses the smaller tank sizes (300 L RFT, 100 L DHWT) and the auxiliary
electricity power requirements are slightly lower than the BCSCS.

The LCE optimal combisystem uses approximately half of the annual electricity as
the BCSCS (1943 kWh vs. 3670 kWh) and has a solar fraction that is considerably higher
than the BCSCS (0.74 vs. 0.51).

In terms of the performance of the optimization algorithm, the particle swarm
optimization (PSO) portion of the hybrid algorithm could have been better calibrated for
this problem as the configuration of the combisystem at the end of the PSO portion was

quite far from the optimum solution found by the Hooke-Jeeves portion of the
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algorithm. However, the hybrid algorithm was effective at finding a nearly optimal
solution as shown by a sensitivity analysis around the optimal solution. A slightly more
optimal solution was found with more solar collectors (12) however the difference
between the LCE of the two solutions was negligible. This was a result of setting the

number of sol ar collectors’ variabl e as

the HJ portion of the algorithm.
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7L1 fyec | Exergy Opt |

7.1 Exergy

Exergy is defined as the maximum amount of useful work that can be delivered
from a system at a specified state when it is compared to a reference state (Cengel and
Boles 2008). Exergy is useful for analysis of thermal systems since it takes into account
the second law of thermodynamics and gives a more clear indication of where system
inefficiencies are located and how significant they are. (Dincer and Rosen 2007). Exergy
takes into account not only the quantity of energy available, but also the quality of that
energy. For example, electricity generated from burning fossil fuels at very high
temperatures is commonly used for space heating applications, but this represents a
poor process in terms of exergetic efficiency since the electricity obtained from burning
fossil fuels is considered high quality energy while residential space heating generally
requires low quality energy since a room heated to 20°C is close to ambient conditions
(Hepbasli 2012).

While the energy of a system is always conserved, the exergy of the same system
is destroyed through irreversibilities. Irreversibilities can be viewed as wasted work
potential or lost opportunities to do work (Cengel and Boles, 2008). Therefore, this type
of analysis is convenient for analyzing thermal systems such as a solar combisystem
since each component can be analyzed individually to determine the lost work potential,

or exergy destroyed.
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7.2 Exergy Destruction

Any process within a system that generates entropy through irreversibilities also
destroys exergy. Exergy destruction is proportional to entropy generation. Processes
that cause irreversibilities include friction, mixing, chemical reactions, and, more
importantly in this case, heat transfer due to a finite temperature difference (Cengel
and Boles 2008). Another way of describing destroyed exergy is a loss of work potential.

Exergy is destroyed in each of the components of a solar combisystem. The most
common mechanism for exergy destruction in each of the components is heat transfer
through a temperature difference. So, when heat is transferred from the absorber plate
of the solar collector to the collector fluid, some exergy is destroyed. Similarly, when
heat is transferred from the collector fluid to the storage tanks, some exergy is
destroyed. Another important source of exergy destruction is the conversion of solar
radiation to heat in the collector absorber plate. Depending on the method of
calculating the exergy destroyed from this process, the exergy destroyed by the solar
collector can be very high relative to the other components of the system. The different
methods of calculating exergy destroyed by the solar collectors are discussed further in
Section 7.3 and Section 7.4. For this research, exergy destruction due to friction is not
directly calculated; however, it is taken into account by the exergy destroyed due to the
use of the circulation pumps.

Several different approaches have been taken in literature to study the exergy

destruction, or exergy lost, of solar thermal systems (Farahat 2009). For this study, each

component of the combisystem is analyzed individually.
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The exergy destroyed by each component, calculated at each time step and
integrated over the whole year, is summed to determine the exergy destroyed by the
whole combisystem. This approach makes it easier to determine where the
inefficiencies within the combisystem occur while also looking at the whole system at
the same time.

Torio and Schmidt (2010) observed an issue with the calculation of the exergy
destroyed in solar thermal systems in particular. Usually, to calculate the exergy
destroyed by the conversion of solar radiation into usable heat, the sun is considered as
an infinite heat source at 6000 K. However, without performing any calculations one can
observe that this is likely not a very exergy efficient system since heat at 6000 K is
considered high quality and it is being used to heat a home at approximately 293 K,
which is a relatively low quality application. This problem is explained more deeply in
Section 7.8. Torio and Schmidt proposed a new definition of the system boundary in
order to more accurately express the advantages of using solar thermal systems over
other energy forms, since solar energy is relatively inexhaustible. The two system
boundaries that are considered are called the technical boundary and the physical
boundary. This nomenclature is consistent with that proposed by Torio and Schmidt. For
this thesis, the two boundaries are used independently to optimize the combisystem for
minimum life cycle exergy destroyed. That is, two separate objective functions are
developed and four separate optimizations are performed for life cycle exergy
destroyed and the results are analyzed independently as well.

Technical Boundary
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The technical boundary considers the point in the system where a technical or

artificial human intervention i sable equire
form. In the case of solar thermal systems, this includes the conversion of solar radiation
in the solar collectors into usable heat.
Physical Boundary
With the physical boundary, the conversion process of solar radiation into more
usable energy forms is considered differently. For a solar thermal system, the available
thermal energy at the corresponding collector temperature is regarded as the primary
energy source. With this approach, the maximum possible collector temperature, given

the available solar radiation, is considered when determining the exergy efficiency

rather than the radiation exergy at the temperature of the sun.

7.3 Exergy Analysis Using the Technical Boundary

7.3.1 Exergy Flows of a Solar Combisystem

The exergy flows in a solar combisystem can be summarized with the rate form of
exergy balance (Equation 7.1) (Suzuki 1988). The subscripts in, s, out, L, and d, denote
exergy flow into the system, stored in the system, out from the system, leaked from the
system and destroyed, respectively. Each term is explained in more detail in the
following sections.

(7.2)
This exergy balance equation can be applied to the entire combisystem, where the

inputs and outputs of the system are considered as shown in Figure 7.1 for the technical
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boundary, or to each individual component, where the inputs and outputs are

considered as shown in Figure 7.2.
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Figure 7.1 Exergy flows of a solar combisystem with the technical boundary

In Figure 7.1, the main exergy input for the solar combisystem comes from the
solar radiation (). Additional inputs of exergy come from the electricity use of the
pumps (- ) and of the auxiliary heating elements in the two storage tanks ().
The main outputs are to the radiant floor (A ) and domestic hot water supply

(A~ ) ofthe house. Inthese cases, () (° ") and( )

( ' ' ) . The exergy stored has been purposefully neglected in Equation 7.1,

Figure 7.1 and Figure 7.2 in order to simplify the diagrams. Further discussion on the
implications of considering exergy storage can be found in Section 7.3.4.
The exergy flows, demonstrated in Figure 7.2, vary depending on the mass flow

rate and the temperature of the working fluid (in the case of the solar loop, the glycol
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solution) as it gains heat in the solar collectors and delivers it to either of the storage

tanks. The terms seen in Figure 7.2 are explained in Section 7.3.2 to 7.3.5.
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Figure 7.2 Internal exergy flows of a solar combisystem with the technical boundary

7.3.2  Solar Collectors

Perhaps the most studied component in literature of the solar combisystem in
terms of exergy is the solar collector (Suzuki 1988a, Suzuki 1988b, Farahat 2009,
Luminosu and Fara 2005, Torres-Reyes et al 2001, Xiaowu and Ben 2005)

The rate of exergy flowing into the solar collector comes from two separate
sources: the rate of exergy flowing in to the collector with the collector fluid and the
rate of exergy gained from absorbing solar radiation. The rate of fluid inlet exergy is
calculated by combining the change in specific enthalpy and entropy compared to

ambient conditions (Cengel and Boles 2008) and can be re-formulated based on the
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ambient temperature and the fluid temperature and is summarized with Equation 7.2.

The collector fluid is assumed to be incompressible.

[ (—)] (7.2)

where:
Exergy rate flowing in with the collector fluid [kW];
Collector fluid flow rate [kg/s];
Specific heat capacity of collector fluid [kJ/kg-K];
Temperature of collector fluid at collector inlet [K];
Ambient temperature [K], considered as the reference state.

The ambient temperature is assumed to be the outdoor temperature at any given
time step.

Several common formulae exist to estimate the exergy of solar radiation and there
is debate on which formula is most accurate. Agudelo and Cortes (2010) observed that
the Petela formula (Petela 1964) is the most widely used to calculate exergy from solar
radiation however some researchers argue that using the Petela formula produces
unreasonably high conversion efficiencies and prefer instead to use the formula
developed by Jeter (1981), where the conversion efficiency is equivalent to the Carnot
factor. A third formul a, proposed by
also exists. However, Chow et al (2009) suggested that the difference between the
results of these three formulae is less than 2%. Therefore, the Petela formula, shown in
Equation 7.3, is used for this thesis since it is still the most commonly used formula for

estimating exergy from solar radiation. The Petela formula is multiplied by the incident
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solar radiation, the efficiency of the collector and the collector area to obtain the net
incoming rate of exergy from solar radiation.
[ - (= = (9] (7.3)
where:
Net exergy rate flowing in from the solar radiation [kW];
Solar radiation incident on the solar collector [kW/mZ];
Collector efficiency;
Area of solar collector [m?];
Solar radiation temperature, assumed to be 6000 K (Torio 2009).

The optical losses are taken into account with the collector efficiency, where any
incident radiation that is reflected or emitted back to the environment is accounted for.
This includes exergy that is lost due to leakage back into the environment. Therefore, for
the solar collectors, the ~ term (from Equation 7.1) is neglected.

The collector efficiency term, , is found using Equation 7.4, which is a
guadratic approximation of collector efficiency derived from the Hottel-Whillier

equation (Klein 2006).

(S| S (7.4)

Multiplying the total solar radiation incident on the collector surface ( ) by the
efficiency of the collector ( ) gives the net incident solar radiation absorbed by the

collector surface.
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The rate of exergy flowing into the collector, then, is calculated using Equation
7.5, which is the sum of the exergy entering with the collector fluid (Equation 7.2) and
the net exergy entering with solar radiation (Equation 7.3).
(7.5)
For the rate of exergy leaving the collector with the collector fluid, Equation 7.6 is
used, which is similar to Equation 7.2 but uses the outgoing collector fluid temperature

instead.

[ (—)] (7.6)

Finally, the exergy destroyed in the solar collector is estimated by replacing
Equations 7.5 and 7.6 into Equation 7.1, which gives Equation 7.7. It is assumed that the
exergy stored in the collector fluid and collector components is negligible. Here, the
exergy destroyed is summed and multiplied by the time step in order to convert from

kW t o kWh. I n this case, At = 0.167 hours

(z > ) (7.7)
where:
Exergy destroyed in the solar collector using the technical boundary

[kWh].

7.3.3  Collector Fluid Pumps
The next components of the solar combisystem downstream of the solar
collectors, where exergy is lost, are the two collector fluid pumps. During pump

operation there are mechanical and heat transfer losses that occur within the pump and
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piping system. These losses are accounted for in the work that is supplied to the pumps
in order for them to operate. Therefore, the rate of exergy loss associated with pump
operation is taken as the primary electricity supplied to the two pumps, and is shown in
Equation 7.8. The primary electricity conversion factor is the same used in Section 6.1.2
for the LCE optimization.
(7.8)
where:
Rate exergy destroyed by the collector fluid pumps [kW];
Forimary= Primary electricity conversion factor, 1.37 (Hugo 2008);

Rate of electricity supplied to the collector fluid pumps [kW].

7.3.4 Storage Tanks

The exergy storage term, , applies to the two water storage tanks. This term is
positive during the charging stage and negative during discharging. The amount of
exergy stored depends on the difference between the average temperature of the tank
at any given time step and the average temperature of the tank at the previous time
step. The exergy stored on an annual basis is approximately zero, under the assumption
that the temperature of the tank at the beginning of the simulation is approximately the
same at the end of the simulation, one year later. However, for some cases, it is possible
that the temperature of the tank increases or decreases compared to the same time of
the previous year. This is likely due to unbalanced storage capacity for loads and inputs;

in this case, the exergy stored term cannot be ignored.
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For properly sized storage tanks, some monthly exergy storage is possible. Daily
and monthly exergy storage profiles of the BCSCS and the life cycle exergy optimal
solutions are presented and analysed in Sections 7.8.2 and 7.9.2.

Radiant Floor Tank (RFT):

The exergy balance for the RFT is shown in Equation 7.9. Note that the subscripts
RF and RFT denote the radiant floor heating system and the radiant floor tank,
respectively. Each of the terms, except for the storage term, is summed monthly and
annually in order to convert from exergy rate (kW) to exergy (kWh) on a monthly basis
and on an annual basis. The storage term is already in the units of kWh (see Equation
7.15).

(> > > >
> > ) (7.9)
where:
Exergy destroyed in the RFT [kWh];
Exergy rate flowing into the RFT with the heat exchanger fluid [kW];
Exergy rate flowing into the RFT from the radiant floor heating loop [kW];
Exergy stored in the RFT [kWh];
Exergy flowing out of the RFT with the heat exchanger fluid [kW];
Exergy flowing out of the storage tank to the radiant floor heating loop
[kw];

Exergy leaked from the RFT through the tank walls [kW];

115



Auxiliary electricity supplied to the RFT from auxiliary heating elements
[kW].
The formulae used to estimate the rate of exergy flowing into and out of the
storage tanks via the collector fluid heat exchangers are similar to the formulae used to
estimate the rate of exergy flowing into and out of the solar collectors. These formulae

are shown in Equations 7.10 and 7.11 for exergy in and exergy out, respectively.

[ (—)1 (7.10)

[ (—)] (7.12)
where:
Mass flow rate of the heat exchanger fluid to the RFT [kg/s];
Temperature of collector fluid at the RFT heat exchanger inlet [K];
Temperature of collector fluid at the RFT heat exchanger outlet

[K].

Similarly, the formulae to estimate the rate of exergy flowing into and out of the
storage tank through the radiant floor heating system loop have the same format and

can be seen in Equations 7.12 and 7.13 for incoming and outgoing exergy, respectively.

[ (—)] (7.12)

[ (—)] (7.13)

where:
Mass flow rate of water entering or leaving the RFT from the RF heating

system [kg/s];
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Specific heat capacity of water [kl/kg*K];
Temperature of water flowing into the tank from the radiant floor loop

[KI;

Temperature of water flowing out of the tank to the radiant floor loop

[K].

Equation 7.14 is used to estimate the rate of exergy leaked from the RFT. In this
study, the RFT model in TRNSYS (Type 534) simulates the temperature stratification of
the water within the tank by using four temperature layers (Leckner 2008). The model
considers the interaction between the each layer through several mechanisms (Klein et
al 2006). In order to simplify the exergy leaked calculation from the inside of the tank to
the room, the average temperature of the entire tank is considered in this study instead

of each layer individually.

( ) (1 —) (7.14)

where:
Overall heat loss coefficient through the RFT walls [kW/mz-K];
Surface area of the RFT [mz];
Temperature of room where the storage tanks are located [K];
Average temperature inside the RFT [K].

The exergy that is stored in the storage tank water is taken into account when
determining the amount of exergy destroyed. To determine the amount of exergy
stored in the tank, the volume of water is considered to be a heat source with respect to
the environment. The exergy stored in the tank depends on the current temperature of
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the water in the tank and the temperature of the water during the previous time step.
Equation 7.15 is used to estimate the amount of exergy that is stored in the RFT at time
step t.
(7.15)
where:
Exergy stored in the RFT water at time step t [kWh];
Exergy content of the RFT water at time step t [kWh];
Exergy content of the RFT water at the previous time step t-1 [kWh].
Equation 7.16 is used to estimate the exergy content of the storage tank at any
time step. Note that the exergy stored in the tank is measured in kWh, therefore the
exergy content is multiplied by a factor of a (a = 0.00028 kWh/kJ) in order to convert

from kJ to kWh.

[ (—] (7.16)

where:
Exergy content of the RFT water at any time step [kWh];
Mass of the water in the RFT [kg].
Domestic Hot Water Tank:
The equations to calculate the exergy destroyed in the DHWT are identical to
those of the RFT. The main exergy balance for the DHWT is shown in Equation 7.17.
(> > >
> > > )

(7.17)

where:
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Exergy destroyed in the DHWT [kWh];

Exergy rate flowing into the DHWT with the heat exchanger fluid

[kw];
Exergy rate flowing into the DHWT from the city water supply [kW];
Exergy stored in the DHWT [kWh];
Exergy rate flowing out of the DHWT with the heat exchanger
fluid [kW];

Exergy rate flowing out of the DHWT with the hot DHW supply [kW];
Exergy rate leaked from the DHWT through the tank walls [kW];
Auxiliary electricity rate supplied to the DHWT from the auxiliary
heating element [kW].
Each of the terms shown in Equation 7.17 are further elaborated in Equations 7.18

to 7.24 for the DHWT.

[ (—)1  (7.18)

(7.19)

where:
Mass flow rate of the heat exchanger fluid to the DHWT [kg/s];

Temperature of collector fluid at the DHWT heat exchanger inlet

(K];
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Temperature of collector fluid at the DHWT heat exchanger

outlet [K].

[ (—)] (7.20)

[ (—)1] (7.21)

where:
Mass flow rate of water entering or leaving the DHWT for the DHW
supply of the house [kg/s];
Specific heat capacity of water [kl/kg-K];
Temperature of water flowing into the DHWT from the city supply [K];

Temperature of water flowing out of the tank to the house [K].

( ) (1 —) (7.22)
where:
The overall heat loss coefficient of the DHWT walls [kW/mz-K];
Surface area of the DHWT [mz];
Average temperature inside the DHWT [K];
To estimate the exergy stored in the DHWT, the same approach as the RFT is
used, which is shown in Equation 7.23.
(7.23)
where:
Exergy stored in the DHWT water at time step t [kWh];

Exergy content of the DHWT water at time step t [kWh];
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Exergy content of the DHWT water at the previous time step t-1 [kWh].
Finally, the exergy stored at any given time step in the DHWT is estimated using

Equation 7.24.

[ (—)] (7.24)

where:
Exergy content of the DHWT water at any time step [kWh];

Mass of the water in the DHWT [kg].

7.3.5 Whole Combisystem

The exergy flows within the combisystem between each component are
summarized in Figure 7.2. The exergy flows are represented by the black arrows. The
exergy destroyed by each component is found using the exergy balance equations.

The life cycle exergy destroyed during operation for the whole combisystem using
the technical boundary is the sum of the exergy destroyed in each of the main
components. This includes the solar collectors, the RFT, the DHWT and the two collector
fluid pumps. The exergy destroyed during annual operation is calculated using Equation
7.25.

(7.25)
where:
Exergy destroyed by the whole combisystem using the technical

boundary [kWh].
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7.4 Exergy Analysis Using the Physical Boundary

For the exergy calculations under the physical boundary approach, the only
change compared with the previous section is the calculation of exergy input from solar
radiation. The exergy destroyed by all the other components of the combisystem is
calculated as for the technical boundary. Because the physical boundary deals with the
inefficient conversion process for incoming solar radiation to usable heat in a different
way, a new formulation for the exergy input to the collector is necessary. The exergy
input to the system is now determined from the maximum collector plate temperature.
Figure 7.3 shows the updated exergy flows of a solar combisystem considering the
physical boundary rather than the technical boundary. Figure 7.4 shows the exergy
flows with the physical boundary of the solar collector only, since the remaining
components are identical to the technical boundary.

The term seen in Figure 7.3 and Figure 7.4 refers to the exergy of the
glycol given the collector absorber plate temperature, . Details on the calculation of

and are found in Section 7.4.1.

7.4.1 Solar Collectors
As shown in Figure 7.4, the exergy input of the solar collectors is the exergy of
the glycol, given the absorber plate temperature, which is indirectly related to the

incident solar radiation through the energy efficiency of the solar collector.
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To calculate the absorber plate temperature, Equation 7.4, which calculates the
collector efficiency given the inlet fluid temperature, is considered to be equal with the
ratio of the actual energy output over the ideal energy output of the collector (Equation
7.26). The ideal exergy output is determined assuming that the outlet fluid temperature

reaches the absorber plate temperature,
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(7.26)
( )
Given that , ,and are already known for each time step in the
simulation, Equation 7.26 is re-arranged to solve for , giving Equation 7.27:
(7.27)

The exergy of the absorber plate is then calculated using the calculated absorber

plate temperature with Equation 7.28:

[ (—)] (7.28)

where:
" = Exergy rate of the glycol at the absorber plate temperature [kW].
Then, using the same idea as for Equation 7.26, the exergy efficiency of the
collector can be calculated using Equation 7.29 combined with the results of Equations

7.2 and 7.6.

(7.29)

where:
= Exergy efficiency of the solar collector using the physical boundary.
Finally, the equation for the exergy efficiency can be re-written in a different
format (see Section 7.5), and the exergy destroyed by the solar collectors using the
physical boundary can be calculated using Equation 7.31 which is simply a

rearrangement of Equation 7.30.
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(7.30)

( ) () (7.31)
where:
= Rate of exergy destroyed by the solar collector using the physical
boundary [kW].

7.4.2 Whole Combisystem

As with the technical boundary, the life cycle exergy destroyed for the whole
combisystem using the physical boundary is the sum of the exergy destroyed by each of
the main components. Since the exergy destroyed by the RFT, the DHWT and the two
collector fluid pumps is calculated the same way for both the technical and physical
boundaries, the exergy destroyed by the solar combisystem using the physical boundary
can be calculated using Equation 7.32.

(7.32)

7.5 Exergy Efficiency

Exergy efficiency, or second law efficiency, is defined as the ratio of the actual
thermal efficiency to the maximum possible (reversible) thermal efficiency under the
same conditions (Cengel and Boles 2008). This is different from a normal energy analysis
of a solar combisystem. For the energetic (first law) efficiency, one way of measuring
the performance of the combisystem, for instance, is to compare the amount of heat
delivered to the house to the incident solar radiation on the collectors whereas for the

second law efficiency, the temperature of the source and sink are also included in the
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analysis. So, for a solar combisystem, the temperature of the sun, the outdoors and the
indoor temperature of the house are considered, and each component is analyzed
individually to see how they are working compared to their theoretical potential.
Because of this, the second law, or exergetic efficiency is typically much lower than the
first law, or energetic efficiency (Zmeureanu and Wu 2006).

Since the exergy efficiency is related to the amount of irreversibilities present in
the system, it can also be directly expressed in terms of exergy flows within the system.

The exergy efficiency can be expressed in two ways, shown in Equations 7.33 and 7.34.

(7.33)

(7.34)

where:

Exergy efficiency or second law efficiency.

7.5.1 Exergy Efficiency for the Technical Boundary

In the case of the solar combisystem with the technical boundary, the supplied
exergy is considered to be the exergy from the solar radiation absorbed by the solar
collectors plus the primary auxiliary electricity supplied to the storage tanks and the
collector fluids pumps. However, the combisystem can also be analyzed by individual
components. So, for the solar collectors, the exergy supplied for the technical boundary
is considered as only the exergy from solar radiation; for the DHWT the exergy supplied
is the net exergy that enters the tank via the collector fluid heat exchanger combined

with the auxiliary electricity supplied to the heating element; lastly, for the RFT, the
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exergy supplied is the net exergy that enters the tank via the collector fluid heat
exchanger combined with the auxiliary electricity supplied to the two heating elements
in the tank. For this thesis, the exergy efficiency of the combisystem and each individual
component is calculated using the format of Equation 7.34.

Equations 7.35, 7.36, 7.37 and 7.38 show the exergy efficiency equations for the
whole combisystem, the solar collectors, the RFT, and the DHWT, respectively. Note
that and refer to the primary electricity inputs for the
circulating pumps, the RFT auxiliary heaters and the DHWT auxiliary heater,

respectively.

(7.35)

(7.36)

(7.37)

(7.38)

Table 7.1 shows the monthly and annual exergy efficiencies () of the BCSCS,
the solar collectors and both of the storage tanks. For comparative purposes, the
monthly and annual energy efficiencies () for the combisystem and for the solar
collectors are also shown in Table 7.1.

It can be seen that for the solar combisystem and the solar collectors, the
difference between the energy and exergy efficiencies is quite high. The exergy

efficiency of the combisystem is rather low since the energy taken from the sun at
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extremely high temperatures is converted into heat and used to heat water at much

lower temperatures.

Table 7.1 Monthly and annual exergy and energy efficiencies of the base case
combisystem (BCSCS) and its major components using the technical boundary

Combisystem Solar Collectors Radiant Floor | Domestic Hot
Month Tank Water Tank
N (%) Nittech (%) N (%) Nittech (%) Nittech (%) Nittech (%)

January 69.8 11.2 43.3 16.1 13.8 17.4
February 57.6 12.2 42.9 16.8 18.9 41.8
March 31.0 9.6 29.7 12.3 27.2 67.5
April 14.3 5.8 18.5 7.2 48.5 57.0
May 7.1 33 10.3 4.2 0.0 74.7
June 6.0 2.7 9.2 3.5 0.0 73.7
July 53 2.3 8.4 3.1 0.0 73.4
August 5.4 2.7 9.0 3.4 0.0 75.9
September 5.2 2.8 8.8 3.6 0.0 78.3
October 12.5 5.7 17.3 7.2 16.4 71.6
November 66.1 8.4 39.7 12.4 9.9 19.3
December 74.9 10.2 41.7 14.5 11.8 16.7
Annual 29.9 7.5 19.9 7.7 14.5 40.2

These results are similar to the results obtained by other similar research efforts.
Hepbasli (2008) concluded, after an extensive review of exergy analyses of several
renewable energy systems, that solar collectors have an exergy efficiency of
approximately 4.4%. A study conducted by Wang and Hua (2005) on the exergy
efficiency of a residential solar hot water system concluded that the exergy efficiency
ranges from 1.0 to 3.3% depending on the width of the collector plate and the thermal
loss coefficient. Furthermore, Deckert (2008) showed that the total exergy efficiency of
a single tank solar combisystem is about 11%.

The DHWT has a considerably higher annual exergy efficiency than the RFT (40.2%

vs. 14.5%). This is because the RFT uses over ten times more electricity than the DHWT
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but only delivers about three times more energy, while the amount of energy delivered
to both tanks from the solar loop is roughly the same. Hence more exergy is destroyed
in the RFT relative to exergy supplied than the DHWT and thus a lower exergy efficiency

is obtained.

7.5.2  Exergy Efficiency for the Physical Boundary

In the case of the solar combisystem with the physical boundary, the exergy
inputs considered are the exergy from the collector absorber plate and the primary
electricity from the auxiliary heating elements. The remaining aspects of the
combisystem remain the same as with the technical boundary. The exergy input for the
solar collectors with the physical boundary is the exergy of the glycol at the collector
absorber plate temperature. The exergy efficiency of the solar collectors using the
physical boundary is calculated using Equation 7.30, which was presented in Section
7.4.1.

For the exergy efficiency of the whole combisystem using the physical boundary,

Equation 7.39 is used.

( ) (7.39)

The exergy efficiencies of the RFT and DHWT for the physical boundary are
calculated as for the technical boundary using Equations 7.37 and 7.38, respectivel